[TANEIIIZTHMIO AIT'AIOY

2XXOAH KOINQNIKOQN EHNIXTHMON
TMHMA TIOAITIEMIKHY TEXNOAOI'TAYZ KAI EITIKOINQNIAX

[TPOIT'PAMMA METAIITYXIAKQN ZIIOYAQN
«Evpun| Zvotuata [TAnpogopikne»

Ynpaocwroyikn Movrerlonoinon ko Ilpocopoimon Kupepvoaopairerog ko

AWAEITOVPYIKOTNTOS 6TO ALadikTVO TOV YZOoBpO)nov Ilpaypdtov

Semantic Modeling and Simulation of Cybersecurity and Interoperability on

the Internet of Underwater Things

AITIAQMATIKH EPT'AXIA

TO0V

2T00PpOv XTOVPIVOD

Emprénov: emk. Kob. Kovotavtivog Kotng

Méhn e€etasTuag emrpomg: Kab. Avayvootdénoviog Xpnotog-NikodAaog, kad. Kailovidng
Xpnotog

Mutuqvn, @eppovdplog 2023



H ceAida avt givotl okompa Asvk.



OITANEIIIZTHMIO AIT'AIOY, 2023

H napovoa Authopatikny Atatppn (AE), n oroia exmoviOnke oto TAaicio TOV HETATTUYIOKOD HEGH
épevvag «Evepun Xvotiuoata [TAnpogopikney, kabdg Kot To Aoutd amoTeAEGUOTA TNG OVTIOTOLNG
AE amotelobv cuvidioktneio tov Tavemomuod Atyaiov kot Tov @oltnTi/Tplog, o Kabévag amd
TOVG OmOoiloVG €xel TO daiwpa aveSdpTnING YPNONS KOl OVOTOPAY®OYNS TOVS (6TO GUVOAO N
TUNHOTIKA) Y10 SIOOKTIKOVS KOl EPEVVITIKOVG GKOTOVS, G€ KAOE TEPITTOOT avapépovTag ToV TiTAO
Kol To ovyypaeéa kol to Titho tov [IMX tov [Mavemotyuiod Aryaiov mov ekmoviOnke n AE kabmg
KoL TOV EMPAETOVTO KOl TNV ETLTPOTN Kpiong.



Evyaprotieg

Me v 0AOKANp®GN NG TOPOVGOS SIMAMUATIKNG pyaciag Ba 0ela va evyoplotiom Beppud Tov
emPAémovta kabnynt pov, kopro Kot Kevotavtivo Enikovpo Kadnynm tov Tunmpartog
[MoMtiotikng Teyvoroyiag & Emkowvmviag tov [Hovemotpiov Atyaiov, Tov e EUMIGTEVTNKE Kot
OV POV £0MCE TNV EVKALPI0 VAL EPYOCTH Kot VO LEAETHGM £va BEUA TOV pe EVOEQEPE, TAPOAO
oL EemepvovGE Ta Opla TOL aPyKoL BEpatog. Ot akpiPeic odnyiec, N CLOTNUOTIKY ETKOVOVId,
01 TOPOTNPNOELS KOl GLUPOVAES TOV TV KABOPIGTIKNG CNUAGIOG, OCTE VO KATUPEP® VO TAPAY®
10 Topdv €pyo. Hrav peydin Ty Kot yopd mov cvvepydotnka poli tov.

Eniong, 0o n0eka va evyaplot)om kot to VTOAOUTH PLEAT TNG EEETAGTIKNG EMTPOTNS, KOPLO
Avayvootdémovio Xpnoto — Nikorao kot koplo Kailovidtn Xpioto yio TV GUUUETOYN TOVG
otV Kpion g mapovcog AmAmpatikng Epyaciag.

Eniong, evyoapiotd Bepud 0AN pov v okoyévela, Toug yoveic, Avopéa Ztovpvo kot Potevn
2tovpomoVAov KaBdG Kot TNV adepen LoV AvacTacior ZTavpvov, Y1, T GLVEYT EVOAppLVOT| Kot
TPOTPOTI TOVS Vo cuveiLm TIc omovdég pov. Tédog, Ba NBela va gvyapioiom toug KuPepvnteg
pov katd TV dtgpkela poitnong pov, [MAwtdapym Aviavio Ietpidn IIN kot [TAotapyn Nikdrao
Atdtoo TN yio v amdAivtn Katovonon Kot SIEVKOAVVGT| TOVG, GTO TAOIGLO TTOV TOVG
emtpenoTay, Kabmg kot tov Yrapyo pov [MAwtapyn Zrupidov Kavtepdkn I[N yo tic apérpnreg
mpeg ovINTNONG KOl GLVOPOUNG GTO EPYO LLOV.



© 2023
TOV
YTAYPOY ZTAYPINOY
Tunua [HoMtiopukng Texvoroyiag ko Emkowvaviag
[TANEIIIZETHMIO AITAIOY



H ceAida avtn givor oxompa Aevkn.



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Iivakog Tepreyopévov

R 1o o o [ Ted o] o OO OSSPSR 1
2 BACKOIOUNG. ...ttt b et b bbb bbb bbb b e bt e b b e b e e b b e b e e R b e bt e bbbt bbb n et b 5
2.1 UUVS QN0 SWAIMS ...ttt sttt sttt st s bt be bbb sb e b e e se e st e bt e b e s be et e st et e et eneene e 5
2.2 SWAIM SIMUIALION.......eiiiieeee ettt eeste e st e seeete e tesbeeneesteaneentesreaneeneas 6
2.3 Internet of Underwater ThingS (IOUT) ....cuiiiiiiiiiiiiieieeee e 7
2.4 Semantic Modeling iN TOUT ....ooiiiiiiec e 10
2.5 INteroperability INTOUT ..o sttt s be et besae b e beeeesbeerae st 11
2.5.1  Technical INtEroperability .......ccccccoiiiiiiiii it sre et nre s 12
2.5.2  Syntactic INtEroperability ........ccccciiiiiiii it 13
2.5.3  Semantic INteroperability ..........ccooiiiiiiiiii e 13

2.6 CyDErseCUritY iN TOUT ...ttt bbb 14

K B o ST T Lol a1 g ToTe (o] oo | SRR 20
A STATE-OF-TNE-AIT .. .o h et bbbttt b e e bt et e b e bbb et e st e e b nnenre s 28
4.1  Semantic Modeling iN TOUT ..o 28
411  Semantic Modeling and INteroperability ...........cccceoeiriiiiiini i 28
4.1.2  Semantic Modeling and CYDErsSECUIILY ........ccciiiieiie it 31
4.1.3 Data and Information Modeling for UUVS.........cccociiiiiiiiiii et 34

4.2 CyberseCUMLY IN TOUT ....viiiiiciece sttt st st e s sb e be et esbeebeebesreebesbaenneseas 35
4.3  Simulation of Cybersecurity and Interoperability in IOUT ........ccooiiiiiiiiiiiiceeee 36

I O o 1= ol U T TSy= T o @4 g - 1] [=T g o[- USSR 44
6  Proposed Approach: RequiremMents and DESIGN .........ccuiiriiiiiriiiiieieise e 47
A =111 | | (S 53
7.1  Proof-of-concept implementation .............cooi et 53
7.1.1  Machines and SPECITICALIONS .........ccuiieiiieeeee ettt seesree e 53
7.1.2  Detailed approach t0 the SCENAIIO...........cciiiiriiiiiiiieieie e 56
7.1.3  Information Gathering, Scanning and DISCOVEIY ..........ccuiuiiririnenieiniscse e 58
714 TRFEAL ASSESSIMENT ....cvviviiiieieiteeie e et et et te e et este st e st e st et e sbeeseesbesae e e e s teaseesaesseesesteeseensens 59
7.1.5  Script, Payload and Attack LAUNCH ..........cooiiiiiieee e 60
7.1.6  Collection of Data from I0oT and 1oUT assets and other SOUICes.........c.cccvvvierviinievieeienne 62
0 O A Y 1= ¢ B - 10T 4o o SRS 63
7.1.8  Implementation of NIST frameWOrK..........ccoveiiiiiiiiiiic e 64

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag i



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

7.2 EXPEIIMENTS ..oiiiiiiitictie ettt sttt et e e s beese et e e te e e e e be e st e sbe et e e s besbeese e beaneeseesbeeneesreareenrens 65
8 (@001 4 161 181 T0] o [T TR TR 69
(R L] (S T [T TSRS 71

Appendix I [Script to receive data from an 10T device through cloud services and store it in a MySQL

ATADASE] . ...t E R R bR bR R R bR bbbt bbb 82
Appendix I [Script to convert data from SQL database in .json and then into RDF]...........cccooeiiiiiiiiins 84
Appendix I [Script to receive data from Splunk SIEM platform and convert them into RDF] ........c..cccev..ee. 86

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag ii



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Alota Zynuatov
Figure 1. Physical topology of a SAR scenario involving UUVs and other loUT assets
L1 (o] o1<] £\ L[ oo ST TSSO T PP TP PP 3
Figure 2. Levels Of INteroperability. ...t 12
Figure 3. Implementation of NIST cybersecurity framework during a DoS attack........................ 18
Figure 4. Volumetric/Flooding AttaCk [59]. ......coviiiiiiiiiiiiieeee e 19
Figure 5. Steps of CONAUCTE FESEAICH. .........cviiiiiii e 21
Figure 6. PRISMA flowchart of first primary qUESLION. .........ccecvveiieiiiiereee e 22
Figure 7. PRISMA flowchart of second primary qUESTION. .........cccceieiiririninieieiesese e 23
Figure 8. Workflow of proposed frameworK. .............ccocoiiiiiiiiiieie e 48
Figure 9. Implementation details of proposed proof-of-concept toolset............cccccveveveiieiccnenen. 49
Figure 10. General high-level architectural design of the proposed cybersecurity simulation tool.
.......................................................................................................................................................... 51
Figure 11. Central Platform after attacki............ccccoeiviiiiieie e 55
Figure 12. 10UT network after attack............cccveiiiieiiiiiiiccece e 55
Figure 13. IMplementation STEPS. .......c.uiiiiiieieieie ittt 56
Figure 14. Cyber-kill chain with security framework implementation. .............c.cccccceevevveieinenne. 57
Figure 15. INItial NMAP SCAN. ......ecviiiiiiee ettt ste e ae e nas 58
Figure 16. Second nmap scan for IPP POIT OPEN. ........ooiiiiiiiiieieiee e 58
Figure 17. Printer discovery on 1ocal NEtWOIK. ............cooiiiiieiiic e 59
Figure 18. Lexmark printer [0gin PAQgE ......ccveiveeiiiieiieie ettt ae e 59
Figure 19. Script for brute-force to web application used by Lexmark. ............cccceverencnieninnnnnns 60
Figure 20. SpoolFool script (CVE-2022-22718). ......c.ccceiieieeie st 61
Figure 21. DoS attack through command liNe. ............coo i 61
Figure 22. Confguration of pfSense to send 10gS t0 SPIUNK. .........ccooiiiiiiiiiii s 62
Figure 23. Storage of pfSense 10gs t0 SPIUNK. ..........cooiiii i 63
Figure 24. Triggered alert in SPIUNK. .......coviiii i 63
Figure 25. Rule creation for denying an IP in pFSENSE. .......ccovviiiiiiiiie e 64
Figure 26. Scan With Nessus PlatfOrm. .........ccooiiiiiiii e 64
Figure 27. Triggered LeXmark's CVE. ..ot 65
Figure 28. The object properties, individuals, restrictions, and annotations of the class SIEM of the
I0UT ontology (VErsion 1.0.0) ...cc.eciiioiieiieeiie ittt ettt e et e be e teeene e 65

Figure 29. The object properties, individuals, restrictions, and annotations of the class Sail of the
I0UT ontology (VErsion 1.0.0) .....cooiiiiiiiieieieie ettt 66

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag iii


file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760103
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760103
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760104
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760105
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760106
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760107
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760108
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760109
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760110
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760111
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760112
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760112
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760113
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760114
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760115
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760116
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760117
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760118
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760119
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760120
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760121
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760122
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760123
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760124
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760125
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760126
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760127
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760128
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760129
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760130
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760130
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760131
file:///C:/Users/stavr/Desktop/Μεταπτυχιακό/6.%20Διπλωματική/Σταυρινός%20THESIS_Τελικό%20-%20Τελικό%20-%20Διορθωμένο.docx%23_Toc128760131

AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Figure 30. The object properties, individuals, restrictions, and annotations of the class UMV drone

of the 10UT ontology (VErsion 1.0.0).......coiiiniiri e 66
Figure 31. The object properties, individuals, restrictions, and annotations of the class VVulnerability
of the 1oUT ontology (Version 1.0.0) (8).......ouvereiniirititi e 67
Figure 32. The object properties, individuals, restrictions, and annotations of the class Vulnerability
of the IoUT ontology (version 1.0.0) (D). 67
Figure 33. Logical topology of the experimental scenario...............c.coevveiieiiirinienienianenn.. 68

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag iv



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Atoto IIvakov

Table 1. Advantages and limitations of I0UT routing protocols...........cccevevivevviieiieie e 8
Table 2. Sub-criteria for selection/rejection of network simulation tools. ...........ccccccoiiiiiinennnne 25
Table 3. Additional criteria for selection/rejection of cybersecurity simulation tools.................... 26
Table 4. Comparison of network simulation tools based on general information. ......................... 38
Table 5. Comparison of network simulation tools based on properties of simulation.................... 39
Table 6. Comparison of security SIMUlAtion tOOIS. ...........cccoiiiiiiiiiii 42
Table 7. HOSt SPECITICAIIONS. ......cviiiieie et re e esreete s 53

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag v



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Scientific Publications

Scientific publications of Mr. Stavros Stavrinos in the context of this thesis and the Postgraduate
Studies Program:

Publications in international scientific journals

Kotis, K.; Stavrinos, S.; Kalloniatis, C., Review on Semantic Modeling and Simulation of
Cybersecurity and Interoperability on the Internet of Underwater Things. Future
Internet 2023, 15, 11. https://doi.org/10.3390/fi15010011

Publications in peer-reviewed conferences

S. Stavrinos, K. Kotis, and C. Kalloniatis, “Towards Semantic Modeling and Simulation
of Cybersecurity on the Internet of Underwater Things” IFIP Adv Inf Commun Technol,
vol. 646 IFIP, pp. 145-156, 2022, doi: 10.1007/978-3-031-08333-4 _12/COVER

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag Vi


https://doi.org/10.3390/fi15010011
https://link.springer.com/chapter/10.1007/978-3-031-08333-4_12

AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

AKpovOuLo,

Abbreviation

Definition

Abbreviation

Definition

International  Organization  for

ACO Ant Colony Optimizaiton ISO L
Standardization
AD Active Directory LSS Large Scale Service
. o Multi-Agent Reinforcement
AML AUV Motion and Localization MARL .
Learning
A0A Angle of Arrival MEBN Multi-Entity Bayesian Network
. Message Queuing  Telemetry
ARP Address Resolution Protocol MQTT
Transport
Adversarial Tactics, Techniques, North Atlantic Treaty
ATT&CK NATO L
and Common Knowledge Organization
AUV Autonomous Underwater Vehicle NeOn Networked Ontologies
AVIG Adaprive Visual Information NeSSi Network Security Simulator
National Institute of Standards and
c2 Command and Control NIST
Technology
National Oceanic and
CA Climate Analysis NOAA Atmospheric Administration's
National Weather Service
Common Configuration )
CCE ) NS Network Simulator
Enumeration
) . Naval Undersea Warfare Center
CDO Climate Data Online NUWCDIVNPT o
Division Newport
Confidentiality, Integrity, .
CIA o osl Open Systems Interconnection
Availability
CoAP Constrained Application Protocol OSsP Open Simulation Platform
Center for Maritime Research and Open Web Application Security
CMRE . . OWASP .
Experimentation Project
CNN Convolutional Neural Network owcC optical wireless communication
CPHA Cyber Preliminary Hazard Analysis | OWL Web Ontology Language
Common Vulnerabilities and
CVE OWO Open World Ontology
Exposure
Cybersecurity Vulnerability . o
CVvO PSO Particle Swarm Optimization
Ontology
DBR Depth-Based Routing protocol RDF Resource Description Framework
Depth-Based  Secure  Routing Resource Description Framework
DBSR RDFS
protocol Schema
DCO Dynamic Cybersecurity Ontology ROS Robot Operating System

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag vii



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

DDoS Distributed Denial of Service ROV Remotely Operated Vehicle
Data Knowledge and Operational
DKOE . SAR Search and Rescue
Effectiveness
DoS Denial of Service SDN Software Defined Network
Distributed ~ Unified Navigation Security Information and Event
DUNE . SIEM
Environment Management
L Simultaneous Localization And
ECC Elliptic-Curve Cryptography SLAM .
Mapping
European Network and Information . . .
ENISA . SOA Service Oriented Architecture
Security Agency
o . SPARQL Protocol and RDF
EVA Efficient Void Aware SPARQL
Query Language
Emulated Virtual Environment Next
EVE-NG . SSC Software to Software
Generation
FSA Formal Safety Assessment SSN Semantic Sensor Network
FTP File Transfer Protocol STANAG Standardization Agreement
General Bathymetric Chart of the Structured Threat Information
GEBCO STIX .
Oceans eXpression
. Global Mobile Information System Science and Technology
GloMoSim . STO o
Simulator Organization
GNS Graphic Network Simulator SWRL Semantic Web Rule Language
GUI Graphical User Interface ToA Time of Arrival
HTTP Hypertext Transfer Protocol UCo Unified Cybersecurity Ontology
HTTPS Hypertext Transfer Protocol Secure | USV Unmanned Surface Vehicle
Information and Communication .
ICT . uuv Unmanned Underwater Vehicle
Technologies
. . . Underwater Wireless Acoustic
IDA intelligent data analytics UWAN
Network
. . Underwater Wireless
IDS Intrusion Detection System UWCN o
Communication Network
. . Underwater  Wireless  Sensor
loC Indicator of Compromise UWSN
Network
IoE Internet of Everything W3C World Wide Web Consortium
. . Web Application Security
IoTSEC Internet of Things Security WASC .
Consortium
IPP Internet Printing Protocol

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag viii



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Abstract

As maritime and military missions become more and more complex and multifactorial over the
years, there has been a high interest in the research and development of (autonomous) unmanned
underwater vehicles (UUVs). Latest efforts concern the modeling and simulation of UUVs’
collaboration in swarm formations, towards obtaining deeper insights related to the critical issues
of cybersecurity and interoperability. The research topics, which are constantly emerging in this
domain, are closely related to the communication, interoperability, and secure operation of UUVs.
This thesis reports on specific research topics in the domain of UUVs, emphasizing interoperability
and cybersecurity in swarms of UUVs in a military/search-and-rescue setting. The goal of this work
is initially two-fold: a) to review existing methods and tools of semantic modeling and simulation
for cybersecurity and interoperability on the Internet of Underwater Things (loUT), b) to highlight
open issues and challenges, towards developing a novel simulation approach to effectively support
critical and life-saving decision-making of commanders of military and search-and-rescue
operations.

Thus, deep investigation of existing literature and experimentation with numerous
simulation tools and trials to enrich their libraries and mechanisms with semantic knowledge,
appropriate for the IoUT, evaluation of results allowed us to extract the requirements of the
combination of semantics and cybersecurity domains With the aim to counter the unpredictable in
such a dynamic environment and towards achieving a standard methodology, we create a realistic
scenario implementing an ontological model and cybersecurity concepts, in a IoUT environment.
Simulation experimentation in such a specific scenario, provided us practical issues and challenges
of this holistic concept. Furthermore, allowed us to extract the specific conditions for enhancing
further the function of existing simulation tools to be able to simulate, visualize and access emerged
results through SPARQL queries in a query server, namely Jena Fuseki Server. Based on this
analysis we develop a framework to evaluate the security and interoperability of an loUT
architecture. The proposed framework is validated through case studies, manual simulation studies,
as well as with the utilization of an automated tool for cybersecurity concepts.

Furthermore, we provide a detailed workflow of the internal processes of these tools and
their cooperation with loUT assets and databases. A proposed toolset for the proof-of-concept is
presented also, which is used during our manual simulation of developed scenario. Extensions of
current functionality of these tools, in order to integrate semantic knowledge and cybersecurity
libraries and extract efficient results, are outlined in a high-level architectural design, in order to
provide comprehensive understanding of design and implementation conditions of a simulation tool
regarding these domains.

Finally, we extend the functionality of two ontologies, namely onto4drone and UCO by
merging them into loUTsec ontology. By adding specific classes, properties and their relationships
about the domains of cybersecurity, semantics and IoUT, we hope to pave the way for future
research in this area.

Keywords: l1oUT, UUVs, swarm, interoperability, semantics, cybersecurity, simulation
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Introduction

Technology for maritime and military missions nowadays is demonstrating a rapid development in
different directions such as high distance tracking radar, the integration of heterogeneous systems
for improving operational time and the cooperation with air and sea. Costly, uncertain, and
dangerous operations such as search-and-rescue (SAR) or hydrography and ocean floor mapping,
are now performed in few hours instead of days/months, in a cost-efficient manner, minimizing
human involvement. On the other hand, assigning highly risky (and usually deadly) missions to
humans, raises ethical concerns since prioritization and importance of human lives is undeniable. In
addition, the cost of such operations is enormous, mainly due to the energy and fuel consumption
of involved systems/platforms. Planning such operations must seriously consider the cost-efficiency
factor, especially when combined with time and cost needed to repair damaged air, surface, or
subsurface vehicles. A key solution for this challenge is the use of autonomous and unmanned
vehicles, which are self-managing, cost-efficient, and effective in accomplishing several highly
risky and resource-demanding tasks. As a result, uynmanned vehicle systems/platforms below and
above the water, and in the air, have become a priority of military and non-military industries.

In the last decade, the interest in unmanned underwater vehicles has been increasing. The
North Atlantic Treaty Organization (NATO), in collaboration with academia, have developed
distinct sectors for exclusive research related to this topic. Unmanned or autonomous underwater
vehicles (UUVS/AUVs), namely drones, and remotely operated vehicles (ROVs), have been
developed for years. There are several differences between them, with the most fundamental being
the human factor. UUVs/AUVs demonstrate some form of intelligence, planning their own path,
without exclusively depending on humans, acting completely autonomously most of the time,
providing an efficient and trusted alternative to manned vehicles. ROVs, on the other hand, depend
on a remote human operator, and, as a result, many restrictions in their usage are emerging. Both
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UUVs/AUVs and ROVs, usually operate in an underwater wireless sensor network (UWSN). This
type of network supports the monitoring of the aquatic environment and the wireless bidirectional
transmission of data between users, i.e., underwater vehicles. This paper’s focus is on UUVS/AUVs.

UUVs/AUVs are changing the way military and civil operations are planned and carried out
and are considered today a powerful scientific and military “tool” which, when operating in swarm
formations, achieve tremendous goals. A swarm of UUVs concerns multiple UUVs that can
interoperate, communicate, and behave as a unit. Ideally, one of the UUVs is the leader, having the
main decision-making role. Several sub-groups with leaders could also exist. Every unit in the
swarm should have the permission and ability to take leadership in situations where the leader is
unable to operate efficiently (for any reason, e.g., circuits’ damage). The operation of UUVs in a
swarm is a powerful platform that provides huge capabilities towards a successful operation
(military, scientific, other), even in risky and hazardous settings, putting aside any ethical doubts of
a human (e.g., military commander, chief scientist), especially when the full-autonomous decision-
making loop for the leader is achieved. Semantic knowledge and ontologies are key solutions to
achieve successful interoperability in a swarm of UUVs, ensuring all the above requirements.
Whatever the mission/operation, UUVs/AUVs can support it efficiently, either in civilian or in naval
SAR and military operations. For example, the AUV A18D of ECA GROUP
(https://www.ecagroup.com/en/solutions/al8-d-auv-autonomous-underwater-vehicle, accessed on
20 November 2022) achieved the precise mapping of the seabed at a depth of 3000 m in the strong
currents of Atlantic; it also efficiently detected various debris and wrecks [1], [2]. Furthermore,
AUVs supported a huge operation surrounding a plane crash (Air France Flight 447), discovering
pieces of the plane and its “black box” with side-scan sonar [2]. Finally, Knifefish of the US Navy
fleet can detect and classify mines in large depths of the underwater environment with high clutter
[3]. NATO is integrating UUVs in their fleet gradually, trying to counter several challenges.

An important, still open, issue in this domain of research is interoperability. Most of the
systems/platforms that NATO is using, as well as the ones developed by research institutes, follow
their own standards and protocols for command, communication, and control, creating the obvious
need for interoperability via a cross-platform approach. In addition, the water, as an environment
for data transmission between UUVs, raises another prominent issue, i.e., the security of underwater
networks. More specifically, cybersecurity assessment and security updates should be a continuous
concern, along with the data sender/receiver authentication. In the era of big data and the Internet
of Things (10T), the volume (sensor) data that is created and exchanged in a communication network
is, at least, voluminous. Moreover, the data exchanged in this context have more characteristics,
referred to as the four Vs, i.e., volume, variety, velocity, and veracity [4]. Considering that the
exchange of big data between various heterogeneous underwater/surface/air systems/platforms
should be performed in real-time, this process, when performed in a medium of transmission with
extremely low bitrate (i.e., in the water) and with several physical phenomena influencing the
quality of transmission, is considered highly unsafe. The principal concern of latency in safe
communications, is the delay in (re)distributing a vast number of data packets, to evaluate alerts
from cyber-incidents and consequently to counter them. Moreover, due to the volume of exchanging
information, recurrence of the same data is another deterrent issue which is encountered, along with
“sieving” these data, decongesting the underwater network and accelerating the quality of the
transmitted information.

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag 2


https://www.ecagroup.com/en/solutions/a18-d-auv-autonomous-underwater-vehicle

AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

Let us assume the following SAR scenario (Figure 1). A swarm of UUVs must travel to the
location of a plane crash at sea, safely and quickly, while interoperating in an underwater sensor
network (UWSN), exchanging information/data in real-time, utilizing adaptive path-planning.
During the execution of their assigned tasks, an unusual delay in communication between them and
with the underwater nodes is identified, affecting the robustness of the network architecture,
resulting in the inability to receive information from the commander. An automated analysis of the
incident issues an alert for huge numbers of packets, overwhelming the network, thus, an incoming
DoS (denial of service) attack is flagged. Consequently, an automated process of various counter-
measures methods and protocols is initiated, such as honeypots, encryption algorithms, security
rules, etc. For training and anticipation optimization, such a scenario must be simulated for
commanders, developing a simulation tool always available for consulting and training, validating,
and updating security protocols, as well as learning to anticipate such critical situations quickly and
effectively by testing alternative topologies, and so on, minimizing handling costs and life losses.

\'-\u-\’ét‘f-.‘t
R
& -
: 8 A T
smaliibns | UUV/AUV + -« : surface buoy (node) ) : underwater node S : cluster

Figure 1. Physical topology of a SAR scenario involving UUVs and other loUT assets interoperating.

Based on our experience, it must be stated that we do not consider SAR scenarios to be
different from other 1oUT scenarios (e.g., military ones) in terms of cybersecurity. In the era of long-
lasting ‘cold wars’ between numerous nations, SAR operations, for instance, are targeted by the
provocative ones as an opportunity to show off power.

The aim of this research is the study of related works, open issues, and challenges, towards
the implementation of a novel simulation tool-supported approach to support commanders of
military/search-and-rescue operations to effectively make critical and life-saving decisions. More
specifically, this paper aims to support SAR and combat commanders with an efficient UUVs swarm
simulation environment that will emphasize interoperability and cybersecurity issues, to achieve
and establish secure exchange of data/information. Based on this goal the contribution of this paper
is the following: (a) to review existing methods and tools of semantic modeling and simulation for
cybersecurity and interoperability on the 1oUT, (b) to highlight open issues and challenges, towards
developing a novel simulation approach to effectively support critical and life-saving decision-
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making of commanders of military and search-and-rescue operations, (c) the requirements and
design of our proposed approach, (d) implementation of proof-of-concept.

The structure of this paper is as follows: Section 2 briefly describes the basic concepts
related to the problem and the l1oUT domain. Section 3 presents the survey methodology. Section
4 presents the state-of-the-art in related technologies. Section 5 discusses open issues and research
challenges. Section 6 describes in detail the requirements and design out proposed approach.
Section 7 briefly presents the implementation of the implementation of proof-of-concept, as well as
the experimentation with a simulation tool. Finally, Section 8 concludes the paper.
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Background

2.1 UUVs and Swarms

UUVs are decision-making mechatronic systems, which could expand people’s underwater
activities in the marine engineering construction, underwater search-and-rescue, or ocean ranch
operations [5]. They are powerful assets that can operate in underwater missions and operations
autonomously and are capable of situation and environment awareness, making their own
autonomous decisions, and planning their own trajectories. Moreover, they interoperate with other
underwater, surface, and air vehicles or platforms. A UUV can be considered as a knowledge-based
autonomous agent [6]. Furthermore, it has the ability of self-management, i.e., self-configuration,
self-healing, self-optimization, and self-protection. An interesting, related work reporting on
enhancing self-diagnosis and self-adaptation of UUVs, through a “metacontrol” framework with the
implementation of ontological reasoning, has been recently published [6]. In the work of UX-1 in
the UNEXMIN project (a robot developed to survey flooded old mine sites) [7], the authors were
motivated by the lack of real-time communication, proposing a framework to enhance its ability for
self-diagnosis and self-adaptation. To interconnect these valuable assets and achieve an efficient
exchange of information, localization is mandatory. This capability allows a vehicle to determine
its position and orientation in the world, both underwater and at the surface.

Localization ability of UUVs and underwater assets, is more than meaningful in creating
vigorous network architectures, due to the facilitation of information sharing. However, this need
generates new challenges to overcome. As we have seen in related work [8], there are different
localization algorithms that can be applied to a UWSN and are divided in two broad categories, i.e.,
range-based and range-free schemes. The first category is based on accurate distance and angle
measurements, by using different variables such as Time of Arrival (ToA), Angle of Arrival (AocA),
etc. While this method is very precise in estimating an asset’s position, it relies on strict time
synchronization for the exact information transmission and receiving instances. The second one
does not use range or bearing information, relying on simplicity, but enhancing the localization error
of nodes; this schema is useful for terrestrial sensor networks.

The technological progress of UUVs is required, towards an efficient operation in the marine
environment. They are used to mitigate the risk to human lives and decrease the cost of operations.
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The need for smart and durable UUVs increases as the maritime operations become more complex
and riskier, for instance, supporting the installation of oil and gas facilities or settling underwater
cables in depths that were previously unexplored. In addition, in the context of military operations
in an loUT environment, a team of UUVs, each having an individual role and being interconnected,
IS participating in search-and-rescue operations (SAR) or in mine deactivation operations in Anti-
Submarine Warfare [9], [10]. Moreover, the interoperability of the UUVs is an issue of
consideration when planning an operation, especially when they operate in a swarm formation. A
swarm system of independent assets is a group of self-organizing autonomous agents aiming at the
effective accomplishment of various collaborative tasks [11].

2.2 Swarm Simulation

In 1oUT, the safe and secure movement of an underwater vehicle is a key issue. Especially in a
swarm of UUVs, where efficient cooperation between agents is a challenging goal, the difficulties
that emerge are tremendous, such as the secure movement and interoperability, as well as the secure
communications between them. It is well known that science often tries to copy nature, thus, from
the observation of flocks of birds, UUV/UAYV technology has been developed [12]. The limitations
and constraints of moving from nature to science are many, nevertheless significant advancements
towards the development of autonomous UUVs operating in a swarm have been already
accomplished. The Science Department of the Universita degli Studi Roma Tre proposed a new type
of autonomous underwater vehicles (AUVs) swarm and simulated its operation in a diffused
environment. They have developed an AUV with specific characteristics, without emphasis on
robustness, with auxiliary systems such as a camera for taking pictures and classifying fishes or
recognizing contamination. They have simulated a swarm of 25 AUVs, studying their movement,
interconnection, and performance of their systems, using Matlab/Simulink tool [12]. Having neither
a central platform to send further instructions for the operation nor a “leader” vehicle, the results
obtained were satisfactory. The Naval University of Engineering in China, similarly, using Matlab,
a dataset from GEBCO (General Bathymetric Chart of the Oceans) for coordination, a grid system,
and a fusion algorithm based on PSO (particle swarm optimization) and ACO (ant colony
optimization) named PACO, proposed an approach for autonomous UAV path planning, verifying
the effectiveness of their approach [13].

Both swarm intelligence and cooperation are challenging goals, especially when a researcher
tries to simulate them accurately. To tackle such obstacles, the following parameter must be
considered when defining a swarm [14]:

e Size: Number of individuals in a swarm. Especially in military missions, as this number
grows, the task can be accomplished more efficiently, nevertheless simulation becomes more
and more complicated.

e Flexibility: Individuals should be capable of adaptive mission change and common
environment perception.

e Objective: Either a civil swarm of robots (e.g., autonomous driving vehicles) or military
UUVs, the purpose of their existence should be clear and specific. Detailed determination
of the objective supports further the development of the swarm, as well as the integration of
new mechanisms.
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e Heterogeneity: The main challenge to achieve swarm interoperability. Different sensors and
communication protocols with different vehicle dynamics, will be principal obstacles to
swarm cooperation, but also to integration of new individuals.

Localization: To establish a robust swarm, every individual should be able to adaptively
perceive its desired position, depending on the task.

2.3 Internet of Underwater Things (IoUT)

Nowadays, technological innovations allow millions of devices to connect to the global network.
This industrial revolution was described by the term loT (Internet of Things) and was led by the
need of users to be constantly connected to their devices to conduct daily activities [15]. The loT
supports a ‘smarter’ way of living, assisting daily tasks and our wellbeing, such as home automation.
Regarding the underwater (sea) “world”, there were various daily tasks which could be facilitated,
and numerous devices of underwater vehicles needed to interoperate in an underwater sensor
network (UWSN) or underwater wireless communication network (UWCN) [16]. Sea species
tracking, maritime security and naval military activities and gas/oil extraction are some of these
activities. The Internet of Underwater Things (IoUT) has been introduced, not necessarily to
simplify such tasks, but to support the efficient interconnection of underwater vehicles, devices, and
sensors to the Cloud. The IoUT has brought new research and development directions in a new
ecosystem which facilitates the connection of assets “living” underwater and on the sea surface. It
aims to tackle several challenges of UUVs such as interoperability, data management, and secure
communications, contributing to the development of research, business and underwater military or
civil operations [16]. In such an ecosystem, there is a need to establish a fault tolerance connection
between underwater and surface assets, meeting key requirements such as heterogeneity, network
coverage, low latency, low power usage or battery efficiency, and cyberattacks. The loUT must
integrate heterogeneous assets, to be able to interoperate effectively in UWCNs and UWSNS.
Specifically, a UWSN has its own requirements (longevity, accessibility, complexity, security, and
environmental sustainability), and the need for a taxonomy based on specific key attributes, such as
architectural elements, communication, routing protocol, security, and applications [17]. The
establishment of a robust and secure underwater ecosystem is a continuous process as the threats to
be countered are becoming more and more sophisticated.

loUT has certain similarities to 10T such as its structure, function, and its energy limitation.
However, a few differences exist, which are related mainly to the heterogeneity of assets in terms
of their: (a) communication technologies, (b) tracking technologies, (c) low battery capacity and
difficulty of recharge, (d) energy harvesting technologies, (e) network density, (f) localization
techniques [18]. Therefore, as mentioned in [19], in order to successfully establish a
UWCN/UWSN, and obtain 1oUT capabilities, at least the following issues must be considered: (a)
the communication medium, i.e., the water, (b) the dynamic changes of network topology, (c) the
energy consumption and maintenance constraints, (d) the hazardous environment and physical
security, and (e) localization [19].

Limited bandwidth, transmission media (acoustic communication) and low propagation
speed of IoUT, in combination with the volume of data to be transmitted, as in 10T, lead to delays
in information distribution. This fact allows cyber-adversaries to remain further undetected and
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achieve their goal efficiently. More specifically, low transmission rate has consequences of the
delayed evaluation of an alert and the delayed reaction to a cyberattack. A way to deal with limited
bandwidth and delay in underwater communications and environmental and ambient noise [20] on
a communications channel, is the development of data analysis software to optimize the process.
Such a method is proposed in [21], to balance data traffic loading in an underwater network and
minimize latency issues. This is conducted by presenting intelligent data analytics (IDA), which
support high packet allocation in combination with low latency and less energy consumption.
Another way to support data gathering and overcome bit-rate issues is the creation of distinct
communication channels in underwater sensor networks, such as UWSN [17]. Similarly,
implementing an information-centric model facilitates the solution to this challenge. Therefore, in
[22] a depth-based caching mechanism is recommended, in order to balance latency issues and
exchange of unnecessary information, indicating that the creation of hybrid communication models
is very important to overcome the physical phenomena of the water and further develop loUT.

Propagation speed and transmission media issues of loUT can be encountered with solutions
utilized above surface and these are routing protocols. Routing Protocol deliver significant design
contribution. These are specific mechanisms for establishing an efficient path/route through which
data packets are distributed from source to destination [23]. An interesting work about this
mechanism is presented in [24], which divides them initially in two broad categories based on their
localization requirement, namely localization-based and localization-free routing schemes. Then,
each category is divided further into protocols based on their dependency on mobility. Advantages
and limitations, of several loUT routing protocol, are presented briefly in Table 1.

Table 1. Advantages and limitations of IoUT routing protocols

Next hop Selection Location

Protocol Main Consideration . Mobilit .
Criteria y Required

Node energy, propagation
delay, hop count, channel Yes Yes
quality

EECAR-AC | Void Avoidance, Network
[25] Lifetime, E2E delay

Probability of Successful

Increase network lifetime ] i
reception, Load Weights

by avoiding Energy Holes

JREM [26] ) (derived to achieve No Yes
and balancing energy
. balanced energy
consumption :
consumption)
Pr n optimal n
opose an optimal node CHs act as relays. CHs are
placement scheme and a .
. selected based on available
DCMIBM clustering scheme to .
. . energy and location of No Yes
[27] increase lifetime of the .
network by controllin candidate sensor node
y . g within its cluster
energy consumption
EMGGR Reliability, Void Pre-determined multiple Yes Yes
[28] Avoidance node disjoint paths
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Load Balancing, reduce

RBCRP [29] | outage probability of relay | SNR, depth, residual energy Yes Yes
nodes.
. Residual Energy, Packet
Energy consumption, delivery probabilit
EBOR [30] network lifetime IVery probablity No Yes
Reliability. PDR Efficient transmission
Y ' distance
ECBCCP Energy conservation, . .
[31] Reliability Link quality and hop count Yes Yes
Reliable and energy-
ffici li .
© .ICIent dat? de. Very Reduction in overall energy
using combination of .
PCR [32] .. cost, Improvement in No Yes
Transmission Power . -
. Packet Delivery Probability
control and opportunistic
routing.
Depth, distance from the
EVA-DBR Detect and b)_/pass the_ current sender, should not
[33] trapped and void nodes in be a void node or tranped Yes No
UWSNs PP
node
E h Kk Residual E link
ENOR [34] xtend_t gnetwor e5|d_ua_ _nergy, in No NG
lifetime reliability, depth
I Residual
Increased network lifetime esidual energy and
by exoloiting ener foreseeable harvestable
HYDRO y exp ) g 9y energy channel quality and
harvesting. Improve No No
[35] . a measure of energy
energy efficiency, latency L
and PDR availability through the
whole route to the sink
Depth, the node in question
should not be a void or
SORP [36] Void Handling trapped node, and it should Yes No
be located in the forwarding
area
. . Residual energy, depth, and
Load Bal V . .
EDBF [37] 0ad Ba a_ncmg, oid historical forwarding Yes No
Avoidance o\
conditions
Iving Voi I .
DVOR [38] Solving Void and long Hop count to sink No No
detour problems
DQELR I Q value (which is based on
[39] Prolong network lifetime Residual energy, depth) Yes No
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Link quality and hop count

CACR [40] Reliable data delivery to destination

No No

Fifth generation (5G) and the upcoming sixth generation (6G) connectivity networks are
making essential improvements already to the interconnection of loUT assets, facilitating their
communication and exchange of data with tremendous speeds (>1 Gbps) on a large number of
devices. In related work [16], the optical wireless communication (OWC) is proposed with the aim
to improve underwater wireless communication, concluding that OWC with RF technology can
solve big issues in the underwater domain, such as the efficient management of big data, with high
bandwidth, low latency, high protection, and low fuel usage.

2.4 Semantic Modeling in IoUT

Semantic modeling concerns the conceptual modeling of domain knowledge in order to describe
structured data (with formal semantics/metadata) in a specific logical way. Ontologies are formal
vocabularies of concepts and relations, used for the semantic modeling and integration of
heterogeneous data. An ontology is defined as the formal and explicit specification of
conceptualizations which are used to assist programs and humans to share knowledge, describing
entities and relationships among them [41]. Ontologies are versatile tools that provide the means for
machines to understand the meaning of terms provided in natural language. They should be reusable
in terms of their concepts, axioms, instances, and relationships. Furthermore, according to the NeOn
(networked ontologies) [42] methodology, ontologies should offer interoperability, modularity, and
extensibility. Formal ontology employs machine-readable languages such as the Resource
Description Framework Schema or the Web Ontology Language (RDFS/OWL), in combination
with other semantic tools such as query engines, knowledge management tools, and automated
reasoners. Semantic reasoning is the ability of a machine to infer logical consequences from a set
of asserted facts [43]. Ontologies can improve the interoperability of loUT assets.

A hybrid approach of context reasoning for underwater robots is proposed in [44], to cover
the uncertainties of underwater environments. With the aim to expand the collaboration and
cooperation of UUVs/AUVs, as well as the context-awareness concept, an ontological, rule-based,
and Multi-Entity Bayesian Network (MEBN) reasoning method is proposed. This framework is
proposed to support the SWARM project and SWARM ontology [45], presenting a complete
approach to context management and modeling of heterogeneous contexts using ontologies for
underwater robots. Information fusion and reasoning techniques improve standardization, and
provide a joint scheme of understandable information exchange, supporting cyber and trajectory
situational awareness. Situational awareness (SA), which is a necessary condition for UUVs to be
able to interoperate and to move safely, is represented in the ontology [46]. To achieve an
autonomous decision-making loop for the “leader” of a swarm, it is critical that data can be handled
effectively across various platforms and domains, and should be able to be reviewed, stored,
accessed and shared efficiently. Almost as important as the mission and path planning is the
adaptability of the mission and the recovery from failures [47]. The issue emerges when different
protocols of communication are used, and due to the lack of standardization, interoperability is much
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more difficult to achieve. Semantic modeling of common communication protocols represented as
ontologies is required to accomplish semantic interoperability between l1oUT assets. It enables
autonomous vehicles to understand the environmental situation, integrate new technologies by
identifying them almost dynamically, perceive the reason of its actions and the purpose of its
existence, and create the desirable autonomous decision-making loop.

2.5 Interoperability in IoUT

The Institute of Electrical and Electronics Engineers (IEEE) defines interoperability as “the ability
of two or more systems or components to exchange information and use the information exchanged”
[48]. Moreover, in NATO STANAG 4586 [49], which establishes an architecture for UAV Control
System for NATO UAV interoperability, this term is defined as “the ability of robots to operate in
synergy to the execution of assigned missions and the capability of diverse systems and
organizations to work together, sharing data, intelligence and resources”. Interoperability standards
can also provide compatibility with future platforms and greatly decreases integration time. As
depicted in Figure 2, interoperability expands in six layers, based on the capability of interoperation
between systems [50], [51]. Although, in our review we will focus on the first three layers, namely
technical, syntactic, and semantic, in which network/connectivity and simulation/implementation
are achieved. In UWSNSs, where interoperability is inextricably linked to communication and
achieved by the transmission of acoustic and electromagnetic signals, water as a medium is an
important deterrent. With the aim to overcome the principal issue of IoUT, i.e., interoperability,
NATO conducted an Interoperability Design Study in the early 1990s. However, the standardization
of electronic systems and the communication protocols between them among nations, was
considered as a bad idea. The authors in [52] propose the SUNRISE model, which implements an
abstraction layer for supporting the interconnection of various control software of different
underwater vehicles. Motivated by the first initiative to define a common language, which is JANUS
from NATO Science and Technology Organization—Centre for Maritime Research and
Experimentation (STO CMRE) [9], [10], and its being limited to initial contact and emergency
message exchange, the authors created possibilities for a heterogeneous network of mobile assets.
Encoding and decoding of messages is mandatory, even if acommon physical coding scheme exists;
any interaction between underwater assets using different control software isn’t possible. Therefore,
a protocol named SSC (Software-to-Software) is proposed, supporting the cooperation of
heterogeneous platforms, e.g., MOOS (https://oceanai.mit.edu/moos-
ivp/pmwiki/pmwiki.php?n=Main.HomePage, accessed on 20 November 2022), ROS
(https://www.ros.org/, accessed on 20 November 2022), DUNE (https://ntnuopen.ntnu.no/ntnu-
xmlui/handle/11250/2350792?1ocale-attribute=en, accessed on 20 November 2022), etc. SSC
provides simplicity, ease of implementation, extendibility, and expressiveness. However, the
automated integration of an autonomous vehicle in a network of a swarm of UUVSs/AUVSs remains
a challenging goal.
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Figure 2. Levels of Interoperability.

2.5.1 Technical Interoperability

The principal obstacle in achieving a robust interoperability is the seamless interaction between
devices and people with devices [53]. Technical interoperability is probably the most demanding
among the three levels, mainly due to the lack of standardization in communication protocols [54].
It is divided into three types: interoperability of devices, networks, and platform as follows.

e Device Interoperability

This concerns the need to add a new sensor or device in an existing network (USWN), with
its own communication protocol and power consumption architecture, interoperating with existing
devices of the network [51]. The key issue at this level is the heterogeneity of platforms of
institutions or the NATO standards. NATO identified the need to further investigate the key issue
of interoperability, the standardization, and the lack of common communication protocols. A
representative approach for tackling this issue is the initiative to define a common language to
achieve initial contact and data exchange between nodes, namely, the JANUS at NATO STO Centre
for Maritime Research and Experimentation (CMRE) [9], [10], [55]-[57]. This is the first
underwater digital communications protocol which was promulgated as a NATO Standardization
Agreement (STANAG), enabling interoperability between heterogeneous military and civilian
devices.
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o Network Interoperability

This concerns the communication protocols used to meet the requirements of a device to
interoperate within a network. The key issues at this level are the quality of service (QoS),
scalability, fault tolerance, and security of the network. To ensure robust underwater communication
networks, an initial discovery protocol is required and, as mentioned above, JANUS is such a
protocol. Essentially, JANUS provides all the requirements in order for all assets of the underwater
domain to be able to communicate each other in a standard and common language [58].

o Platform Interoperability

Different data sharing policy and operating systems in each platform, such as Microsoft
Azure Cloud or Apple Home Kit, result in heterogeneous systems that increase the problem of
interoperability [51]. Referring to loUT, UUVs should be capable of exchanging information
efficiently with other underwater platforms, but also with surface and air platforms. Some of the
most important data or messages needing to be exchanged, among others, are related to the a)
coordination of friendly units or enemy targets, b) their trajectory information, (speed, course,
depth), c) their classification in recognized types, d) fuel and battery residues, and e) ammunition
residues. An effort to achieve effective exchange of such data between heterogeneous platforms has
been proposed by researchers from the Applied Research Laboratory at the University of Hawaii
(ARL at UH), the RIP Laboratory at the University of Hawaii at Manoa, the Naval Undersea
Warfare Center Division Newport (NUWCDIVNPT), and the Underwater Systems and Technology
Laboratory at the University of Porto (LSTS) [59]. Numerous unmanned platforms, including
USVs, and UUVs, utilized different open-source software stacks in order to interoperate and
“speak” the same language. Moreover, an underwater node had the task to continuously order new
higher-priority plan-paths to the UUV. Several challenges were encountered, with the most
significant being the integration of different communication protocols of platforms, concluding that
integrating the new JANUS standard is probably a solution for most of the challenges in
interoperability in the underwater domain.

2.5.2 Syntactic Interoperability

Syntactic interoperability concerns the interoperability of data formats (e.g., csv, json, xml, rdf)
when transmitting or receiving data or information or services between heterogeneous devices,
sensors, and systems. The aim is to provide an approach able to encode and decode data sent from
and received by everyone.

2.5.3 Semantic Interoperability

Semantic interoperability concerns the ability of computer systems and applications to exchange
data unambiguously, i.e., under a common and shared understanding of the context and the domain
of discourse [60]. A global shared and commonly agreed ontology followed by the common
interpretation of semantic information, would be the ideal case [61]. However, the lack of
standardization, and the extension of ontology when reusing it, makes the issue of data exchanging
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with shared meaning constantly bigger. Semantic interoperability provides the ability to enable
machine-computable logic, and (therefore) the skill of exchanging meaning with data (i.e., data
semantics), in combination with the packaging of data (data syntax). It is a recommended solution
to interconnect all devices in an IoUT environment, but also to integrate the human factor. For
example, considering that in a swarm of UUVs, various types of vehicles exist (e.g., attacking,
surveillance and cyber-surveillance), thus different capabilities, this results in the need to integrate
a variety of their heterogeneous sensors and systems. Consequently, in an underwater network, a
torpedo firing system, a surveillance radar, and a radar of a UAV that coordinates a target, should
all be able to exchange information between each other in a common language. NATO aims to
provide solutions to a wide range of underlying problems in interoperability of heterogeneous
platforms [10], in processing and interpretation of increased volumes of sensor data, including
military command and control (C2) systems, in combination with low-power and long-endurance
operations, by experimentation and standardization of protocols (STANAGS). More specifically,
the CMRE Data Knowledge and Operational Effectiveness (DKOE) team developed the Fusion and
Reasoning under Uncertainty Modelling (FORUM) research platform, developing an ontology for
describing experimental evaluations for the recognition of different classes of ships [10].

Although UUVs constantly gain popularity, the problem of interoperability between
heterogeneous platforms for a multi-vehicle, multi-domain missions are still open [59]. It is crucial
to work on a cross-domain communication and interoperable protocol, in order to connect platforms
of different manufacturers, architectures and interfaces, similar to the work conducted on JANUS
in CMRE. The road towards overcoming issues of interoperability of UUVs is challenging. It is
essential to exchange information such as geographical position or trajectory elements between
surface and/or air platforms, as well as to ensure the integrity of the information and to avoid packet
loss, considering the restriction of low energy consumption. Furthermore, the robustness of an
underwater network is important to guarantee the availability of data. Motivated by this necessity,
a routing protocol is presented, named Efficient Void Aware (EVA), to detect the void nodes and
suppress them from the eligibility to forward data packet [62]. The general idea is similar to the
“ping” command used to check connectivity between two end devices over a network. According
to the proposed protocol, before every transmission of information from a UUV to a heterogeneous
platform and vice versa, a “test” packet is being sent to evaluate the availability of other devices.
Although the proposed idea is ostensibly effective, many security and bit-rate issues are emerging
due to the increase level of the packet transmissions, which results in network congestion.
Nevertheless, there is a long way until a framework can connect all these heterogeneous sensors and
systems, being able to manage heterogeneous data in such a way that all the platforms communicate
under a commonly understandable language.

2.6 Cybersecurity in IoUT

Nowadays, the term ‘“communication” is implicitly linked to security. The technological
advancements that are taking place every day in numerous domains, such as industrial 10T, digital
twins, 3D printing, quantum computing, security blockchain, etc., have exponential growth.
Upcoming trends such as 5G, 10T connectivity, Cloud computing, etc., are becoming part of our
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daily life. However, the major issue of this rapid technological development is the difficulty, in most
cases, to follow along [63]. The tremendous development of information and communication
technologies (ICTs) and automation of most processes in our daily life, improve mobility by offering
a variety of services to a vast number of users [64]. However, vulnerabilities are raised even more,
impacting users directly from the security perspective. The principal issue concerns non-awareness
of the power of constantly emerging trends and the fact that users cannot perceive their function.
Undoubtedly, the weakest link in defense against cyberattacks is the human being [65]. Internet of
Things (1oT) in combination with 5G can connect huge number of devices with huge speeds, but
the majority are not aware of the potential threats this facilitation seeks. This increases the number
of potential access points for cybercriminals [66], and a great example is the era of COVID-19, in
which remote work constantly raised extreme risks. From free-access hotspots to personal devices,
adversaries can find a path to exploit them and extract our personal data; in fact, according to the
UK National Cyber Security Centre, in the first quarter of 2021, there were three times as many
ransomware attacks as in the whole of 2019 [66]. Protocols used in 10T (HTTP/HTTPS, MQTT
[67], COAP [68], etc.) are becoming more and more sophisticated and even professionals try to
follow along with emerged challenges.

Numerous security issues and vulnerabilities are emerging regularly, in networks across all
domains. Unfamiliarity with technology, is one of numerous and various reasons security systems
fail to detect and defend against sophisticated attacks. Statistics from IBM’s Cost of a Data Breach
Report 2021 [69] indicate that the average cost of a data breach increased by 1.07 million USD in
2021. Furthermore, according to ENISA’s (European Network and Information Security Agency)
Threat Landscape 2021 [70], DDoS attacks, a denial-of-service attack that malfunctions a network,
have shown an upward tendency the last two years. Additionally, an infamous (in the cybersecurity
community) virus named Emotet botnet, one of the longest-running and most widespread malware
threats which is spread through spam emails, dealt a major blow, due to its enormous impact,
especially in Windows administration and control servers [69]. Moreover, another well-known hack
which took place in 2018, targeted approximately 50.000 printers worldwide, which printed a
specific page autonomously to subscribe to a YouTube channel. The reason was the fight between
people for which is the most subscribed channel in YouTube. As it was rumored, the person
responsible was a young kid and the vulnerability was an open port, i.e., the port for Internet Printing
Protocol (BBC: PewDiePie, https://www.bbc.com/news/technology-46552339, accessed on 27
January 2023). Adversaries from “script kiddies” to the experienced can perform devastating
attacks; most of these attacks concern networks and communication protocols between the host and
the server. However, innovative tools can utilize new technologies to counter cybercrime. Al-
powered cybersecurity for example, can predict vulnerabilities and identify suspect patterns, to alert
incident responders for possible attacks. Thus, an interesting project, known as AIDA [71], utilizes
artificial intelligence (Al) combined with machine learning (ML), in order to establish effective data
analytics. Consequently, by developing big data analysis and an analytics framework equipped with
automated data mining to deal with information extraction and knowledge management, they
contribute to counter cybercrime. Vulnerabilities and cyber threats exist across all domains, and it
is undoubtedly irrational to deny their existence as well in the domain of IoUT. To ensure the
security of the underwater domain, robust security systems equipped with effective frameworks and
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semantic knowledge are a recommended solution, offering suitable methods for “uncharted”
behavior; the main issue of the cybersecurity domain [72].

Organizations among nations develop constantly new measures to address cyber security
issues and counter them, such as multi-layered frameworks and defense-in-depth approaches, which
allow every layer of protection to be independent, namely even if on layer is breached, the next
incorporates different techniques to contain the threat (IT Governance: The 5 Stages of an Effective
Cyber Defense Strategy, https://www.itgovernance.eu/blog/en/the-5-stages-of-an-effective-cyber-
defence-strategy, accessed on 31 January 2023). The stages of such a framework are almost
standard, as follows: (a) detection, (b) protection, (c) management, (d) response, and (e) recovery,
utilizing in each stage different techniques, such as ML and Data Analysis. Regarding the first layer,
users, reasonably, usually depend solely on mechanisms for detection, namely firewalls, without
further invest in security concepts. Firewalls are network security devices that monitors incoming
and outcoming traffic, permitting or blocking packets based exclusively on configured security rules
(Forcepoint: Firewall defined, https://www.forcepoint.com/cyber-edu/firewall, accessed on 31
January 2023). Furthermore, they can act as the last layer of defense, by installing them as a software
to end devices (e.g., PCs, Laptops, etc.), such as pfSense (pfSense: Open Source Security,
https://www.pfsense.ora/, accessed on 31 January 2023). Finally, a great ability of firewalls is that
they can distribute logs of data and consequently security alerts, to SIEM platforms, which
essentially allow users to investigate through huge amount of aggregated and normalized
information (IBM: Why is SIEM important, https://www.ibm.com/topics/siem, accessed on 31
January 2023).

The main challenge in the incorporation of above security frameworks is that attack
methodologies and tools are becoming more and more sophisticated, generating the need for
determination of the specific steps of an attack. Cyberattacks are divided in two broad categories:
(@) active and (b) passive. The typical cycle of a cyberattack has the following order: (a)
reconnaissance (physical/social and Web/host), (b) scanning and enumeration, (c) gaining access
(exploitation), (d) maintaining access, and (e) covering tracks. As a cyberattack defender or
cyberattack analyst, the first two steps are the most crucial to prevent an attacker from enumerating
and exploiting a network. Furthermore, accuracy in data recording and their analysis, have become
challenging goals, mainly due to the data visibility challenges, which concerns the degree of ease
by which data can be monitored and analyzed from numerous sources. It is very important to
mention that almost every security mechanism an enterprise employs affects data visibility
negatively. For example, the use of HTTPS (Hypertext Transfer Protocol Secure) protocol, which
provides end-to-end secure connectivity, does not allow a security analyst to monitor data traffic.
Nevertheless, several standards and tools have been developed to tackle this issue A well-known
standard is chain of custody (ISO standard 22095, https://www.iso.org/standard/72532.html,
accessed on 20 November 2022), concerns “the chronological documentation that records the
sequence of custody, control, transfer, analysis and disposition of materials, including physical or
electronic evidence”, supporting the traceability of data. Finally, Fiddler is an open-source web
proxy tool which intercept and decrypt HTTPS traffic from the adversary point of view (loT
Hacking Tools: Fiddler, https://pentestingguide.com/iot-hacking-tools/#fiddler, accessed on 27
January 2023).
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The use of digital systems is now essential for civil/military maritime activity. This
digitalization to help the automation of tasks without human interaction, in combination with the
cooperation of a swarm of underwater assets, increases complexity in early detection of attacks,
results in various weaknesses [73] and raises vulnerabilities in an exponential manner.
Trustworthiness of automated procedures, decision-making and control mechanisms and
information deriving from these processes, is the key risk in autonomous systems. Furthermore,
security assurance, which is defined as: “the degree of confidence that the security requirements of
an IT system are satisfied” [74] is not ensured. Threat assessment, risk analysis and modeling
techniques enable IT systems to map security, privacy, and safety requirements, to specific counter
measures [74]. Numerous standardized methods for industrial cyber risk assessment exist, with the
most remarkable being the Formal Safety Assessment (FSA) and Cyber Preliminary Hazard
Analysis (CPHA). The first one concerns “a structured and systematic methodology, aimed at
enhancing maritime safety including protection of life, health, the marine environment and property,
by using risk analysis and cost-benefit assessment” [75]. On the other hand, CPHA [76] requires
several steps to establish a Security Risk Assessment and document all possible hazardous scenarios
[76].

It is a fact, that most of the attacks carried out on the surface are undoubtedly achieved in
the underwater domain also. In 1o0UT, which incorporates various special characteristics, the risk of
a cyberattack or exposure of sensitive information is increased, and the attack surface is expanded,
namely the aggregation of vulnerabilities of a system. Due to the dynamic environment of loUT,
where uncertainty, heterogeneity, and big data generate potential vulnerabilities, there is an
extremely high demand to establish real-time cybersecurity assessment. Moreover, slow bit-rate
issues make the rapid alert evaluation unfeasible. Numerous methods are appropriate in achieving
confidentiality, integrity, and availability in underwater communications, nevertheless, the priority
should be the consolidation of security requirements considering the various components of this
domain, the diversity of communication protocols and physical phenomena of water. Several
cybersecurity frameworks have been developed to support and automate the process of protection
from cyber adversaries and reduce cybersecurity risk. This process usually comprises standard steps
such as detect, respond and recover. An example of the implementation of such a framework
(National Institute of Standards and Technology—NIST framework,
https://www.nist.gov/cyberframework, accessed on 20 November 2022) in UUVs’ functions is
depicted in Figure 3.
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Figure 3. Implementation of NIST cybersecurity framework during a DoS attack.

Typically, the sequence is attack—defense—attack, and the attacker is ahead of security and
intrusion detection systems (IDS). The most remarkable security challenges in 1oUT are (a) node
compromise, (b) routing attacks, (c) denial of service attacks [19]. However, network sniffing [77],
a method of reconnaissance which is described as capturing passively information about a network
environment, is the origin of every disastrous cyberattack. Being impactful especially for military
operations due to the high need of confidentiality for sensitive information, this method is achieved
by eavesdropping (sniffing) traffic of packets, when transmitting data over a wired or wireless
network. Subsequently, regarding the underwater domain, adversaries can potentially reveal critical
information about the location of an underwater asset or a surface platform. A devastating attack,
which can be executed despite the presence of protection mechanisms, such as multi-factor
authentication and strong encryption algorithms [19], is the denial of service (DoS) Attack and
distributed denial of service (DDoS) attack; a network layer (Layer 3 of the OSI—Open Systems
Interconnection model) attack, but also in the application layer (Layer 7 of the OSI model). The
attacker floods the network with huge amounts of queries, forcing devices to consume resources,
preventing regular traffic from reaching its destination. In a complex and hazardous environment
such as the 1oUT, in which interoperability between heterogeneous assets is critical, a DoS attack
could cause tremendous results. Consequently, a swarm of UUVs would be unable to receive
information from the central platform or redistribute proper information to the rest of the units,
affecting their adaptive decision-making and path-planning capabilities. Usually, the recipient of
this attack is the DNS server or TCP three-way handshake in an 10T architecture, such as IoUT. In
the first one, known as Volumetric or Flooding Attack [78], is executed using numerous infected
endpoints known as botnets. Thus, attacker makes huge number of requests to an open DNS server
spoofing the IP address as depicted in Figure 4:
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Figure 4. Volumetric/Flooding Attack [59].

In the second one, known as TCP State — Exhaustion Attacks, attacker focuses directly on web
servers and firewalls. Typically, the sequence of TCP three-way handshake is SYN, SYN-ACK,
ACK. In this type of incident, multiple initial connection requests (SYNs) are taking place from
the adversary towards a single target, demanding the SYN-ACK answer in order to acknowledge
the connection. However, the connection maintains a half-open state and waits for the final ACK
packet [78]. Finally, attacker sends again SYN packet without acknowledging the previous SY N-
ACK packet.

Moreover, in [79], a very common and effective physical layer attack, known as jamming,
is described in detail. The aim of this attack is the disruption of communication channels between
hosts, in underwater domain nodes, or between other underwater assets. Additionally, due to
dependence from the energy factor in 1oUT, jammers are becoming even more dangerous. Their
ability to reduce the lifetime of nodes by forcing them to unnecessarily transmit packets of traffic
continuously, causing congestion and latency, allow attackers to achieve their goal efficiently. By
simulating jamming in a realistic channel and considering that the jammer has a limited lifetime and
the same characteristics as a friendly node, we conclude that this attack is nearly always successful.
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Research Methodology

This section describes the research methodology followed in this paper, which focuses mainly on
the collection of information sources related to existing research gaps of the semantic modeling and
simulation of cybersecurity and interoperability on the 1oUT, as well as the formalization of
information to be extracted. The research was conducted in a period of six months, examining
academic articles, relevant literature and Web resources published between 2016 and 2022 (6 years)
and it was accomplished in four steps, as depicted in Figure 5: (a) research design, (b) research
conduction, (c) experimentation with tools, (d) conclusions.
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Figure 5. Steps of conducted research.

Regarding the research on simulation methods, the focus was on methods that facilitate the
prediction of outcome of an operation before it happens, by entering data in a simulation/prediction
software. Additionally, new trends in simulation technology, i.e., digital twins, were included. In
order to extract detailed information through current literature regarding the abovementioned
concerns, we employed the PRISMA methodology.

Therefore, we formed two primary and one secondary research questions as follows.

Primary questions:
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1. What are the current semantic modeling and simulation approaches regarding interoperability in
the IoUT? (Figure 6).
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Studies included in review
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Figure 6. PRISMA flowchart of first primary question.
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the IoUT? (Figure 7).
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Figure 7. PRISMA flowchart of second primary question.

Secondary question:

technology of digital twins?

3. How can related research problems be overcome using new technologies, such as the

With the aim to present existing methods and tools of semantic modeling and simulation for

cybersecurity and interoperability on loUT, a detailed review through existing literature has been
conducted on general search engines (Google/Bing) and on academic Web portals such as Scopus,
Google/Semantic Scholar, and ResearchGate. The specific search terms (keywords) used in

combinations were:

« internet of underwater things
e semantic modeling
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e ontology

e Open source

e simulation tools

e underwater network

e underwater environment and communication
e wireless communication

e unmanned underwater vehicle

e autonomous underwater vehicle
e Swarm

« interoperability

e cybersecurity

e cyber threats

e risk assessment

o threat and vulnerability modeling
o search-and-rescue operation

e communication standardization

« digital twins

Selection/rejection of literature was carried out based on specific inclusion/exclusion
criteria, in order to filter yielded results from above questions, and to extract the most relevant data.

e Inclusion Criteria
ICL1. Articles presenting simulation approaches with desired and undesired results.
IC2. Articles related to each research question separately.
IC3. Articles related to interoperability and cybersecurity in IoUT.
IC4. Articles related to the abovementioned specific keywords.
e Exclusion Criteria
EC1. Articles written in non-English language.
EC2. Articles published before 2016.
EC3. Articles referring to cybersecurity methods that cannot be applied in 1oUT.

Moreover, to provide solely open-source, non-obsolete and with specific requirements
simulation tools, we employed several sub-criteria, as described in [80], [81]. Table 2 provide an
overview of these general sub-criteria, distinct for underwater and cybersecurity domains.
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Table 2. Sub-criteria for selection/rejection of network simulation tools.

Sub-criteria

Explanation

Accessibility

Availability of source code on GitHub

Up-to-date and version

Non-obsolete tools

Commitment on GitHub two (2) years
ago maximum

Programming language

The main programming language the
simulation tool is written (focused on
Python, due to the extensive library
availability)

Testing and efficiency

Whether the software developed for
underwater environment or cyberattack
for underwater environment

Input

o Format of data it accepts (e.g. .xml,
.rdf, .ttl, .owl, etc.)

o Interaction with data (if it accepts
dynamic data from a database and
live applications)

Output

Whether it can represent knowledge in
a visualized environment or extracts
statistical data, analytic reports, graph
models, etc.

Integrity

Integration with other software packages

Execution

o Whether it can run discrete

simulation or multiple instances at a
time

o Whether user can specify values

initially or during the simulation
process

Limitations

Size of the input data it accepts, number
of nodes, accuracy of time data, etc.

Documentation

Availability of manual, recent literature,
and helpful videos
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In addition, due to the broad domain of cybersecurity, Table 3 provides several additional
criteria for the selection/rejection of simulation tools regarding this domain.

Table 3. Additional criteria for selection/rejection of cybersecurity simulation tools

Sub-criteria Explanation

Whether it can simulate the full

Attack lifecycle lifecycle of an attack (pre-
compromise, post-compromise)
Updated ith t
Up-to-date libraries P e'1e' Wi curren
sophisticated attacks

e Extraction of conclusions (not
raw data for verification from

Report the user)

¢ Real-time reporting, as the
simulation runs

Integration with cybersecurity
Integration frameworks  for risk  and
vulnerability assessment

Whether user is capable of
Customization customizing values and elements
of an attack

Whether the scenarios, attacks
Realism and defend procedures simulated

correspond to realistic incidents

As depicted in Figure 6 and Figure 7, in order to extract information which answers the
selected research questions, we gathered numerous and various reviews, regulations, conference
papers, reports and online blogs. The obtained results were filtered based on their content by using
the above-mentioned keywords. Finally, in this review, the presented knowledge emerges solely
from open resources related to the semantic knowledge and cybersecurity topics.

Regarding the second primary question, we identified 254 articles as represented in Figure
7, following the same inclusion and exclusion procedure.

Articles which mainly cover issues related to the interconnection of heterogeneous systems,
platforms and sensors, secure underwater communications, safe movement, and simulation
methods, were included. In addition, considering the absence of standardization and formalization
of required information during a SAR or military operation, articles from this domain were not
included. We were relied on personal experiences during our participation in related missions,
supporting the uninterrupted and secure exchange of information, and introducing new factors for
further research in the domain of 1oUT.
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As new generation technologies connect a vast number of heterogeneous devices, resulting
to numerous cyber threats and vulnerabilities for adversaries, as well as complex architecture of
networks, our focus is on how to efficiently research and combine the topic of cybersecurity with
the topic of semantic interoperability, in the domain of loUT. Therefore, we have focused our study
on considerably several articles related to cyberattacks and automation processing for their early
detection and mitigation by the utilization of semantics and reasoning in underwater wireless sensor
and acoustic networks (UWSN/UWAN).
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State-of-the-art

4.1 Semantic Modeling in IoUT

4.1.1 Semantic Modeling and Interoperability

In the work of Miguelafnez et al. [82], a framework is proposed for supporting the idea that
heterogeneous data should be processed by systems using different protocols, and these data should
be finally available and accessible, to be also reviewable, by a higher-level decision-making agent.
The proposed method uses a pool of hierarchical ontologies for the representation of the knowledge
extracted from the experts (human) and from the processed sensor data. Moreover, this is the first
approach to a specific goal-based autonomous planning using a semantic representation approach.
Authors implement the concept of situational awareness (SA) of the vehicle, allowing the perception
of the big picture by reusing existing ontology. The approach re-engineers the core ontology into a
Status Monitor Application Ontology to represent SA, and into a Mission Planning ontology to
integrate an adaptive goal-based decision-making process. The proposed framework has been
evaluated against the problem of fault-tolerant adaptive mission planning. Based on the combination
of two techniques, i.e., ontological representation of knowledge and adaptive mission planning
repair techniques, their benefits are highlighted by showing the interlinking and interoperation of
the two ontologies within the testing context.

A common information model is the key for cooperation of UUVs. However, uncertainty of
events that may occur during an underwater operation is very high and this leads to exchange of
information with doubtful meaning between UUVs. In the work of Xin Li et al. [82], the SWARMs
ontology is presented, which provides uncertainty reasoning and probability annotation by utilizing
ontology constructs defined in the PR-OWL (https://www.pr-owl.org/, accessed on 20 November
2022) ontology. SWARMs separate mission and planning modeling in two levels. The first level,
high-level planning, support the ease of its handling, by allowing the user to command different
tasks to each vehicle, without the need to specify exact actions. The second level, low-level-
planning, regards tasks performed at the vehicle level (generation of waypoint, etc.) and also
provides multiple surface and underwater unmanned vehicles, and combines networking and
communication domains. By incorporating Protege (OWL ontology) and SWRL rules to express
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complex rule formations and relations, they experimented in a chemical pollution scenario, in which
they estimated the emergency level of the polluted region. SWARM, by including several domain-
specific ontologies, confronted mainly the uncertainty of the underwater environment; however, its
implementation in heterogeneous devices has not yet been accomplished.

In the work of Hongfei Yao et al. [83], an ontology-based marine environment situation
awareness information modelling is proposed. Due to the difficulties of predicting uncertain events
(target threat, cyber threat, abnormal thruster, water leakage) that may occur during an underwater
operation, a core ontology of UUV is represented, in which uncertain events are triggered based on
Semantic Web Rule Language (SWRL) rules and Resource Description Framework (RDF).
Moreover, as uncertain factors and uncertain knowledge lead to probabilistic knowledge, a
probability expansion of OWL language is required. Thus, UUVs are provided with important data
for rapid decision-making when an uncertain event occurs. Nevertheless, since ontology cannot
reason about uncertainty, it is transformed into a Bayesian network. Simulation experiments verify
the effectiveness and accuracy of the situation awareness reasoning method that combines the
ontology and the Bayesian network.

Sugyan Kumar Mishra et al. [84], in order to bridge the gap between heterogeneity and
manageability of huge number of sensors, proposed an ontological approach by integrating the
concept of large-scale service-oriented architecture (SOA) (LSS). Suitable for dynamic
environments such as loUT, this approach extends the existing SSN
(https://www.w3.0rg/TR/vocab-ssn/, accessed on 20 November 2022) ontology by the concept of a
large-service domain. By using new properties, this extension provides the ability to detect available
or unavailable devices, but also the geographical coordinates, date, and time of the results. The
extracted ontological framework is referred to an 10T service-based environment to efficiently use
service composition mechanisms in the large service domain. Being reusable and integration-
friendly with other ontologies, this ontology concept is easily implemented in loUT.

Adaptive planning, a main capability of UUVs, is dependent on a key factor, i.e., weather
conditions. Extracting accurate information about weather conditions at the exact location of an
operation and distributing these data among underwater assets, facilitate their decision-making. An
interesting ontological model to integrate meteorological measurements is presented in [85]. By
linking several, mainly sensor-based, ontologies (SOSA, SSN, W3C Time Ontology, etc.), they
created a real-time dataset (temperature, wind speed, etc.) in CSV format, containing all the
individuals that describe measurements of their own weather station in a farm, to support farmer
activities. The transformation of these data to RDF triples and their integration, was achieved by a
manuscript Python program. The main issue of this project concerns duplicate values, due to
recurring information from different sensors. In IoUT, such a model could be integrated in scattered
assets, in order to distribute environmental data to other underwater components. However, this
demands a massive number of distinct devices, acting solely as weather forecasters, congesting even
more of an underwater network architecture.

A possible solution for the above issue is described in the work of Jiantao Wu et al. [86]. An
ontology-based approach for environmental data incorporation is presented, by integrating raw data
from a well-known database, which generates a massive amount of climate data in real-time from
various sources, such as satellites, ships, buoys, radars, etc., named NOAA (National Oceanic and
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Atmospheric Administration’s National Weather Service, https://www.noaa.gov/information-
technology/open-data-dissemination, accessed on 20 November 2022). The proposed ontology, i.e.,
CA (climate analysis ontology), utilizes a SPARQL server, with the ability to store RDF triples and
to perform RDF queries. It also employs NOAA CDO (Climate Data Online,
https://www.ncei.noaa.gov/cdo-web/, accessed on 20 November 2022), to populate CA with climate
data. To map raw data to RDF triples, an open-source Python program
(https://github.com/futaoo/codespaceRepo, accessed on 20 November 2022) was developed, based
on the Python package RDFlIib (https://rdflib.readthedocs.io/en/stable/, accessed on 20 November
2022). The experimental results with the ontological data model, data processing, ontology creation,
and a query engine, prove the overall efficiency of the CA.

Another work for semantic modeling for interoperability, following a different approach, is
the one presented by Rahmati [87]. To prevent the potential pollution of water, they propose an
adaptive sampling algorithm. By using a swarm of autonomous underwater vehicles as agents,
which interoperate with a surface buoy in a Multi-Agent Reinforcement Learning (MARL)
framework, they accomplish an autonomous decision-making loop, with energy and time efficiency.
By using reinforcement learning (RL), they conduct adaptive sampling in two phases, exploration
and exploitation, in a standard grid—world map. In an obstacle-free underwater/surface environment
they succeeded in obtaining the parameters for water pollution in two different locations and in
various depths. The issue emerged when the number of autonomous underwater vehicles was
increased above 10, making it difficult to observe their behavior.

Motivated by the need to reach unexplored, unsafe, and hazardous environments in deep
waters, the authors of [88] present an adaptive visual information (AVIG) framework for
autonomous exploration using AUVs [88], which coordinates the parallel execution of four
modules: navigation, data processing, map estimating and planning. Differentiating the basic
autonomous behavior of an AUV, by adding two high level modules, one for data processing and
another for replanning, they used high resolution images from a bottom-looking stereo camera that
used a stereo camera driver node. After applying semantic segmentation using a convolutional
neural network (CNN), these images were converted into 3D coordinates. In addition, they
developed a strategy for decision-time adaptive replanning; having the AUV in constant motion,
neither needing to stop, nor being forced to complete the commanded mission paths, in order to
replan. The developed strategy for adaptive replanning based on coordination is simulated into a
node network inside of a given target area and outside of obstacle areas. Simulations have been
performed using the Turbot AUV.

A very crucial step to achieve secure movement and automate underwater operations of self-
driving underwater vehicles is object detection and classification, as well as its avoidance, during
their trajectory. This can be done either by predefined objects as obstacles in the database of the
vehicle, or by real-time image processing, which is more realistic due to the dynamic environment
of IoUT. Nevertheless, in a risky and unexplored environment with low visibility, as with deep-sea
waters, object recognition is challenging. In related work [89], motivated by the challenges
emerging under realistic underwater conditions when collecting real data from an AUV, a
combination of 3D object recognition and semantics is proposed by utilizing the Bayesian
estimation. Testing was conducted by a lightweight and very stable AUV (Girona 500) consisting
of various sensors and systems such as the Global Positioning System (GPS) and acoustic modem.
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The aim of this test was to successfully explore an underwater industrial structure made of pipes
and valves and label them. After successful results, the review concludes that the combination of
semantics and Bayesian estimation improves further the object recognition issue.

Another interesting method related to underwater object detection has been recently
proposed [90]. In this work, a sonar simulator identifies the semantic information of a viewed scene,
and then realistic sonar images are generated from the simulated images. This method can also work
vice-versa, something very useful for exchanging information with a UUV/AUV. The procedure of
this operation is relatively simple, using a sonar sensor which consists of a transmitter and a receiver.
At first, the receiver measures the time-of-flight from a transmitted beam and its intensity to create
the image. Next, the image is simulated by omitting physical phenomena of the medium, the water.
Hence, in order to overtake underwater environment challenges such as refraction and reflection,
which affect the quality of images, they utilized deep learning. The result was images with lower
quality, not so representative of the reality, but containing accurate semantic information about the
environment.

4.1.2 Semantic Modeling and Cybersecurity

In a dynamic environment such as lIoUT, real-time cybersecurity is mandatory. Updates and patches,
and cybersecurity assessment, must be a continuous process; in fact, this process should be placed
in the top priority of actions taken by operations and management teams. To achieve an efficient
real-time cybersecurity risk assessment of a large network, several factors should be taken into
consideration. Interoperability and communication between all assets are both vital to gather
data/information from the whole internal architecture. In addition, connectivity with external
sources is significant in order to be able to correlate suspicious behaviors and acts [88].

In related work [91], authors aim to provide high availability of services used by information
technology (IT) systems and minimize the impacts of security failures, thus, they developed an
ontology for threat assessment and risk analysis. Initially, they identified the security requirements
of unmanned autonomous systems and then they modeled how adversaries achieve their objectives.
The technology utilized was the free open-source ontology engineering tool Protége, the OWL
language, and the well-known open-source vulnerability scanner named OpenVAS
(https://www.openvas.org/, accessed on 20 November 2022). After the conceptualization and
definition of concepts related to the dependencies between risks, threats, vulnerabilities and
information assets, the relevant knowledge is extracted from the obtained XML report, allowing
intelligent decisions to be made. The semantic modeling and interoperability between cybersecurity
solution systems, such as the Intrusion Detection Systems (IDS), should be achieved to be able to
integrate all the related data available, towards automating a continuous real-time risk assessment.
Based on such an approach, analyzing system activities and identifying known cyberattack patterns
is facilitated.

Another approach to support ontology-based knowledge sharing and address common and
known threats, attacks, and vulnerabilities, is proposed by Aviad et al. [92]. Combining semantic
technology and standardization of countermeasures, the approach effectively achieves provision of
a federation of resources of the cyber security domain and the representation of relationships with
other concepts (threats, mitigation techniques, etc.) for two well-known attack cases, i.e., the “SQL
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Injection” (https://portswigger.net/web-security/sql-injection, accessed on 20 November 2022) and
the “Heartbleed” (https://heartbleed.com/, accessed on 20 November 2022). The presented model is
designed in such a way that enables the combination of resources that either already exist or are
future-anticipated, focusing on the attack patterns, and supporting them with vulnerabilities,
weaknesses, and other various categorizations. Finally, another important feature provided is
reasoning, based on relationships (“exploits by”, “detectable by”, etc.), which facilitate the
understanding of the whole concept of attack, providing indicators of compromise (I0Cs) (pieces
of data such as log files, that identify potentially malicious activity in a network or system [93] and
supporting the perception of the attack pattern, i.e., which component was tried to be exploited,
which was the exploit, etc. Furthermore, correlation with well-known knowledge databases is
supported (MITRE, OWASP, and WASC).

Well-managed cybersecurity operations demand rapid and accurate identification of an alert,
to be able to counter cyber threats. Moreover, modern information systems are characterized by
complexity and integrate a vast number of security metrics, which need to be analyzed.
Cybersecurity tools can support the prediction and evaluation of the consequences of a cyber threat,
but they should be prepared to examine a huge volume of data. Elena Doynikova et al. [94] propose
a semantic model, i.e., Ontology of Security Metrics [95], to support security evaluation of
information systems and to facilitate the work of security tools. The main goal of this ontology is to
accurately determine the goal of a cyberattack and allow for more efficient responding to attacks in
future. It provides four basic classes, i.e., data sources, security information, infrastructure objects
and security metrics and is implemented using OWL. Security of Metrics can answer questions by
importing raw data and provide an efficient security evaluation. The main issue, from our
perspective, is the inability to counter the probabilistic behavior of this domain, especially in our
era, in which cyberattacks are becoming more and more sophisticated (“zero-day” attacks,
https://www.kaspersky.com/resource-center/definitions/zero-day-exploit,  accessed on 20
November 2022).

Another related approach is presented by Syed et al. [96], developing a cybersecurity
vulnerability ontology (CVO). Since the prevention of cybersecurity exploits requires the
integration of vulnerability information from multiple resources, including social media, they
designed an ontology to represent the vulnerability domain; in fact, except from integrating common
vulnerability concepts from various known resources, they also represent knowledge related to the
well-known social media platform, Twitter. Furthermore, they have designed a confidentiality,
integrity, and authentication (CIA) system which uses the CVO to represent cybersecurity alerts.
CIA essentially receives all the information from CVVO and external or internal resources, to deduce
the alerts. Eventually, they have evaluated both the CVVO and the CIA system, concluding that the
quality of CIA alerts generated depends on the underlying ontology.

The first cybersecurity ontology to support broader and heterogeneous security use cases is
the unified cybersecurity ontology (UCO) [97]. Due to its variety of entities, relations, actions,
events, intentions and plans, UCO is suitable for reuse and integration, as well as for linking other
ontologies in this domain. In their work, the authors present their semantic approach to implement
situational awareness to cybersecurity systems; they have reused other known semantic approaches,
i.e., CVE [98], CCE [99] and STIX [100] of the same domain to extend the standards and the
vocabulary in a single unified ontology. Several classes are included, with the most significant being
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Means, Consequences, Attack, Attacker, AttackPattern, Exploit, Exploit Target, and Indicator;
moreover, there are several classes that refer to the network and architecture of the system, such as
Network State and Processes. Additionally, it includes instances representing network state and
information about an attacker. The main disadvantage of UCO is the inability to integrate
information from different sources of the same type. On the contrary, it requires manual
implementation for a specific networking system, which emerges as an obstacle to real-time
security.

Motivated by the fundamental requirement of security when developing a dynamic system
and the cons of existing cybersecurity ontologies, the Institute of Computer Science in Poland
proposed a semantic approach for observing system components, retrieving up-to-date data about
those systems and potential risks; in fact, due to the increasing number of sub-systems, as well as
the physical equipment needed, the complexity of system architecture was greatly enhanced. Some
of these cons include: the attempt to integrate the widest range of domains possible or a very
specialized domain affecting scalability, the inability of external knowledge integration, which
demands the manual effort of user and the difficulties in integrating dynamic data from real-time
auditing. Thus, they propose a cybersecurity framework based on the existing dynamic
cybersecurity ontology (DCO), which fills the gaps in current solutions (UCO, CVO, etc.) by
implementing automatic data mining mechanisms and aggregation of results from dynamic
knowledge sources (Shodan, https://www.shodan.io/ 20 November 2022, or Cencys,
https://censys.io/, accessed on 20 November 2022) in a monitoring system [101]. Focusing on
correlation with common vulnerabilities exposure (CVES) and further integration with the existing
ontologies, they achieve real-time data analysis, according to the needs and vulnerabilities of each
networking environment.

Another cybersecurity challenge involved in 10T, is the distinct security mechanisms of each
interconnected domain, which leads to lack of knowledge of basic elements of their components
(assets, vulnerabilities, threats, etc.). This issue is tackled in the work of Bruno Augusti
Mozzaquatro et al. [72]. The existence of numerous and heterogeneous devices in 10T allows
adversaries to exploit, very often, common and known vulnerabilities. The basic idea of the authors
is the integration of these well-known vulnerabilities in a cybersecurity framework for an existing
ontology (loTsec, https://github.com/brunomozza/loTSecurityOntology/blob/master/iotsec.owl,
accessed on 20 November 2022), utilizing knowledge reasoning. This ontology-based cybersecurity
framework is separated in three layers, i.e., the design time, the run time, and the integration layer
used by the two others. In the first layer, existing security services are reused, in order for the user
to implement security mechanisms according to the needs of the network environment. In the second
layer, monitoring mechanisms gather security alerts from other security tools (firewalls,
vulnerability scanners, etc.) and each security alert/incident is evaluated to discover effective
solutions to improve or recover, this specific time, the network system. The third layer provides
cybersecurity information by deriving information from pre-build cybersecurity services from
loTsec ontology. By implementing the proposed method in a realistic scenario (Wi-Fi
vulnerabilities), the ontology identified a service (WPA2—Wi-Fi Protected Access protocol) and
proposed specific solutions, based on the SPARQL query. The main issue remained the uncertainty
of cybersecurity attacks (“zero-day” attacks), which allow adversaries to stay undetected.
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Real-time security should be preceded by interoperability, especially security updates,
because even “zero-day” attacks become useless when an operating system is patched (updated to a
more secure version); in fact, according to the Ponemon Institute, 80% of successful breaches are
due to zero-day vulnerabilities [89]. Implementing semantics related to security patterns [102], and
automating the classification of threats and vulnerabilities, as well as countering these attacks via
semantic modeling, support the foundation of a robust cybersecurity system.

4.1.3 Data and Information Modeling for UUV’s

As already mentioned, the volume and variety of data generated from numerous and heterogeneous
sensors are key challenges, in addition to the issues related to the water as a medium of transmission,
and to many other cybersecurity issues that are emerging. To overcome such issues in an efficient
and effective way, the key is the design of approaches followed by engineers for the data and
information modeling. Information modeling mainly concerns the “representation of concepts and
the relationships, constraints, rules and operations to specify data semantics for a chosen domain of
discourse” [103]. Specifically, information modeling supports the organization by facilitating
accessibility and reuse of content with various and innovative ways. The result of efficient and
effective information modeling approaches is the delivery of an open, reusable, validated and
evaluated information model, which is a formal description of the information needs of a group of
users [104]. Thus, the modeling of information needed by users/actors/agents to interoperate in
IoUT environments, in which the information generated by underwater assets is vast and
heterogeneous, must be taken into serious consideration. Several challenges are encountered during
data modeling, and mainly concern big data (the four Vs) and its characteristics. Furthermore, data
quality, information quality, and the computation complexity of vast numbers of heterogeneous
data, affect enormously the results [105].

loUT must support the sharing of information between assets in a time- and energy-efficient
manner. The design of a hierarchical information system is undoubtedly essential in order to keep a
smooth flow of data/information in the UWSN. Members of the Department of Electronic
Engineering of Tsinghua University, Beijing, China, proposed a system for hierarchical information
acquisition as well as a flowchart for the collection scheme of UUV/AUVs or other interoperating
assets [106]. Thus, depending on which state of the chart the asset is at, it makes decisions for the
number of channels that will be used, or decisions for the time the gathering of information should
be established; this process is considering energy-efficiency as the principal factor. Simulation
experiments confirmed the efficiency of the proposed algorithm.

In addition, information exchange in the 1oUT setting, especially in SARs and military
operations, should be extremely precise and succinct, containing only the necessary information for
the leader of UUV/AUV or shore platform to act promptly and coordinate the swarm efficiently.
Localization is the initial task in order to further extend the capabilities of an unmanned vehicle. In
related work [107], a method for localization is proposed based on error ellipse for UUVS/AUVS
geometric interpretation and intuitiveness. The idea is that the leader (master UUV/AUV) carries
high-precision sensors, sending highly accurate data to the rest of vehicles (slaves) in order to be
able to correct their position accordingly, due to their low-precision sensors.
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Visually represented information is also necessary for commanders to have a picture/view
of the environment where the vehicles move, but also to support the adaptive decision process of
the vehicle itself. Related work presents an adaptive visual information gathering (AVIG)
framework for underwater autonomous vehicles, in order to enhance their various capabilities such
as positioning, navigation and object recognition [88]. The work has been motivated by the
difficulties emerging in deep waters, making direct communication between an operator and an
underwater robot impossible. Utilizing semantics, a convolutional neural network (CNN) for
semantic image segmentation and algorithms for environmental modeling, the proposed work has
been integrated in a ROS (robotic operating system) environment.

Collecting and analyzing environmental data and information is also a key factor in 1o0UT,
to have an operational advantage (over the enemy, i.e., human or physical phenomena). More
specifically, NATO CMRE’s EKOE reports that this is critical especially in underwater
environments, where this knowledge offers an advantage in undetected vehicles, as well as for the
early detection of the enemy [108]. Reaching environmental awareness at high levels supports more
efficient prediction and decision-making tasks executed by commanders, but also by a UUV/AUV
itself.

4.2 Cybersecurity in IoUT

From health to military industries, the race of achieving the most and most valuable information is
challenging. Especially in military operations, information is the key factor which will determine
the successful outcome. However, special components of information should be considered, namely
the CIA triad as mentioned above. Underwater assets rely strongly on ICTs, and this leads to
numerous technical vulnerabilities, which bring privacy concerns and security to the forefront [64].
Implementing an information security system or an intrusion detection system is not auxiliary, it is
mandatory.

Establishment of a robust security underwater network architecture demands two
prerequisites, i.e., determination of security requirements and comprehension of adversaries’
strategy to exploit a vulnerability. Accordingly, the adoption of a real-time monitoring concept
extends the effectiveness of cyber-defenses and supports early alerts. Threat modeling and risk
assessment are key solutions to counter these challenges. They can offer both prediction and rapid
evaluation of system vulnerabilities. Andrei Brazhuk et al. [109], with the aim to provide solutions
to above issues, built an ontology-based model, which integrates well-known datasets (CVE,
ATT&CK, etc.) in OWL and RDF formats. In consequence, relations between attack techniques,
attack patterns, weaknesses and vulnerabilities are described, to decrease security vulnerabilities.

An interesting work about a dynamic risk assessment in autonomous ships is presented in
[110]. Interconnection of vast number of sensors, as well as overwhelming computations, increase
complexity, which have consequently expanded the attack surface. With the aim to provide
cyberattack scenarios, related to the navigation and propulsion systems, based on identified
vulnerabilities, two methods are incorporated, i.e., Formal Safety Assessment (FSA), for ranking
hazardous scenarios and Cyber Preliminary Hazard Analysis (CPHA), to conduct threat assessment
for autonomous vessels.
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Wormbhole [19], [77], a routing attack, in which malicious or compromised node eavesdrops
data packets from nearby friendly assets and redistributes them to the attacker’s host, can be
devastating. Dargah et al. [111], present an approach to detect and mitigate wormhole attacks in a
UWSN. More specifically, they propose a cooperative detection strategy, in which each node
discovers its neighbors through a secure discovery protocol. Their approach is divided into three
distinct phases i.e., discovery, silent monitoring, and detection. During the second phase, receiver
nodes extract a hash-based signature and reply with report packets containing its ID and the time
stamp of the signature, confirming their identity. After executing simulation experiments in
OMNET++ (https://omnetpp.org/, accessed on 20 November 2022), they validated their model.

Traditional routing schemes differ from these in 1oUT. Propagation of acoustic signals in
water does not allow the integration of terrestrial routing protocols. However, depth can facilitate
this challenge. More specifically, in [112], a depth-based secure routing (DBSR) protocol is
proposed, based on the most widely used routing protocol in underwater sensor networks, i.e., depth-
base routing protocol (DBR), which requires solely the depth information of assets to operate [113].
DBSR broadens its capabilities by implementing distinct steps to enhance security. In particular,
before initial communication, each node possesses its own key along with a public key, to use them
for verification. Although the general concept of a pair of keys is widely incorporated by IT systems,
energy limitations in underwater world can be crucial. Therefore, elliptic-curve cryptography
(ECC)-based algorithms were utilized, to decrease the overall overhead of nodes.

Finally, a very common method for attack mitigation, is the deployment of honeypots Thus,
organizations protect their real systems from external threats, by attracting adversaries and
determining their strategy [114]. Honeypots are usually placed near the assets they are attempting
to mimic. An interesting survey for honeypots in 10T is presented in [115], presenting a basic
honeypot architecture, known as honeynet. Honeypots and honeynets can be classified in various
categories based on their purpose, role, level of interaction, scalability, etc. This method is
applicable in 10T and can be integrated by IoUT in several ways. Suratkar et al. [114] present an
interesting approach of an adaptive honeypot concept which, through a Q-learning method, supports
the functionality of firewalls, and other security mechanisms for severity analysis. Furthermore, in
[116], dynamic interaction of a honeynet through reinforcement learning is proposed, resulting in
risk analysis and adaptive security policies for effective automated decisions related to risk, cost,
and time factors.

Even though security mechanisms become constantly more sophisticated, the main
challenge of cyber warfare remains, i.e., the precedence of cyber adversaries. Every protective asset
is vulnerable to be compromised or avoided. Therefore, the probability factor should be a principal
component in defending strategies. Issue of uncertainty in both domains, cybersecurity and 1oUT,
can be taken as an advantage, by incorporating semantic knowledge and reasoners. Strong
interoperability between underwater assets, such as UUVs and nodes, in combination with a robust
security system can give early alerts about potential exploitation.

4.3 Simulation of Cybersecurity and Interoperability in IoUT

Assuming that an underwater network has been established taking into consideration the
cybersecurity and interoperability aspects, we should be able to ensure its robustness, effectiveness,
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and operability. Simulation software allows engineers and scientists to predict the outcome of
operational scenarios using data from the real-world. For example, companies take advantage of
simulation software to design their products in the digital world, without the need for repetition of
expensive and time-consuming physical representations. To realize the benefits of simulation, we
can think of the designing of a UUV/AUV with specific requirements and characteristics, based on
the hazardous environment it operates in. Simulation engineers can change environmental
conditions unlimited times in a protected and monitored area, in order to measure its durability in
various situations or to reach the limits of the system’s endurance and extract quickly, accurately
and cost-efficiently, its failure points. Especially in the IoUT domain, where danger is a major
factor, and heterogeneity exists in plethora, simulation facilitates procedures tremendously, without
affecting the accuracy of results. In this review, we mainly focus on the simulation of trajectories of
UUVs/AUVs and their cooperation, as well as on the cybersecurity issues that appear. To achieve
efficient simulation in different domains, several tools need to be available. Co-simulation of these
tools is a very challenging research topic, due to their heterogeneity. Co-simulation is the joint
simulation of loosely coupled stand-alone sub-simulators, taking into consideration their
heterogeneity [117].

One of the goals of our research is to simulate the underwater environment in which
underwater assets will interoperate, as well as assets’ communication. Qualnet Network Simulation
Software (https://www.scalable-networks.com/products/qualnet-network-simulation-software,
accessed on 20 November 2022) is a scalable simulation tool for replicating live networks; it is used
for commercial and military purposes, as well as by governments and educational organizations
around the world. In addition, Qualnet provides a wide range of libraries and popular protocols,
such as the Military and Radios library and Network (ARP, IPv4) and internet protocols (FTP,
HTTP). It can run accurate simulations and analyze networks efficiently. This tool is utilized in
related work [118], in which the simulation of an SDN (https://sdn.ieee.org/outreach/resources,
accessed on 20 November 2022) loUT was successfully established. Furthermore, it can model
numerous nodes and supports the designing of new protocol models and the optimization of existing
models. WOSS (World Ocean Simulation System, http://telecom.dei.unipd.it/ns/woss/, accessed on
20 November 2022) is another open-source simulation tool, developed in C++, which enables the
integration of existing underwater channel simulator (NS-2, https://ns2simulator.com/ns2-
download/ 20 November 2022, NS-3, https://ns3simulation.com/network-simulator-software/,
accessed on 20 November 2022, etc.); the user can input environmental data and as an output can
have a channel realization. Aqua-Sim (https://github.com/rmartin5/aqua-sim-ng, accessed on 20
November 2022), an open-source underwater simulator which supports a vast number of protocols
and features, provides simulation of acoustic signals and packet collisions in UWSNSs, as well as a
three-dimensional deployment. This simulation tool is the most widely utilized by researchers and
it is based on the famous NS-2 (Network Simulator) tool, which is written also in C++ and is highly
suitable for UWSNSs. Its association with a visual tool, and support of monitoring node placement,
movement, and packet flow, allow users even more complex experimentation [119]. Another well-
known simulation tool is SUNRISE (Sensing, Monitoring and Actuating) [120]; it is an
environment-based testbed for UWSN, designed by La Sapienza University. It supports scalability
and heterogeneity across various domains and real-time environments. Its main advantage over the
rest of the tools is its ability to span different types of underwater environments in various locations.

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag 37



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

In addition, the SUNRISE2SUNSET plug-in [120] allows users to simulate, emulate and test novel
underwater systems (at-sea). Additionally, OMNeT++ is a very simple but effective, extensive,
modular simulation library and framework for building network simulators. It provides an excellent
programming guide and has a library of simulation classes [121]. Numerous and various protocols
are supported and provide a GUI (graphical user interface) for execution. The UDMSim simulation
platform was developed to support a data mulling-oriented solution. This tool merges the AUV
Motion and Localization (AML) simulator and NS-3 [122] and is capable of reproducing realistic
scenarios with localization errors and providing evaluation of underwater communications, by
simulating the signal and connection losses during an operation. GloMoSim (global mobile
information system simulator) is another simulation tool which provides scalability to networks with
a vast number of heterogeneous devices. It supports a vast number of networking protocols, both
for wired and wireless networks. The main disadvantages of this tool are the poor documentation,
and its rare updates. Lightweight simulation and detailed visualization are two main advantages of
TOSSIM (https://networksimulationtools.com/tossim-in-wsn/, accessed on 20 November 2022), a
discrete event simulator. It provides a powerful GUI and supports a wide range of network
interactions. Furthermore, it provides a simple yet mighty emulator for WSNs (wireless sensor
networks). While TOSSIM can be utilized for fast and representative results, its lack of accuracy in
real-world results and several self-made assumptions of this tool, can be important deterrents for its
selection. Routing schemes in communication can be very complex. Finally, a network emulation
software which provides huge capabilities and realistic environment to network and security
professionals is EVE-NG (emulated virtual environment next generation, https://www.eve-ng.net/,
accessed on 20 November 2022). It supports cloud networking and over 1000 nodes per simulation.
In addition, it allows users to extract information about the quality bandwidth, delay, jitter, and loss
characteristics of communications. Table 4 presents general information of the experimented
simulation tools and Table 5 provides their comparison based on specific features.

Table 4. Comparison of network simulation tools based on general information.

Name of Programming Heterogeneity Documentation
Easy to Use GUI Support o
Tool Language Support Availability
NS-3-based, . .
WOSS [123] Medium High No Yes
C++
AQUA-SIim
Q NS-2-based High Medium Yes Yes
[119]
NS-2 [124] C, C++, OTcl High High Limited Yes
C++ (optional
NS-3 [124] Python Medium High Yes Yes
bindings)
SUNRISE
NS-2-based Medium High No Yes
[120]

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag 38



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

OMNeT++ . . .
C++ High Medium Yes Limited
[121]
UDMSim NS-3-based, ) ) .
Medium High No Limited
[122] AML
Gazebo CH Medium High Yes Excellent
[125], [126] g
INet
QualNe C++ Medium Medium Yes Excellent
[118]
GloMoSim . . .
C Low Medium Limited Limited
[127]
TOSSIM . .
Python, C++ High Medium Yes Yes
[128]
Python, Java
EVE-NG . . .
and Ansible High High Yes Yes
[129] 0
libraries

Table 5. Comparison of network simulation tools based on properties of simulation.

Network Support Protocol Additional
Name of Tool L. Number of Nodes . .
Type Injection Functionalities
Integration of any
existing
. underwater
Wireless Sensor, .
WOSS Yes channel simulator
Underwater .
with
environmental data
as input
Accuracy in
. environmental
. Wireless Sensor, . .
AQUA-SIim Yes conditions (wind,
Underwater
current, waves,
etc.)
Protocol
Wired/Wireless simulation,
NS-2 Sensor, Yes <3000 configuration of
Underwater network entities,
event logging
Wired/Wireless Multi-tier
NS-3 Sensor, Yes Unlimited heterogeneous
Underwater

network, PCAP
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format, variety of

modules
Real-time
Wireless, simulation,
OMNeT++ Yes -
Underwater database
integration

Trace-based
Wired/Wireless

. network
UDMSIm Sensor, Yes = . . .
simulation with
Underwater
NS-3
. . Extensive set of
Wired/Wireless
L sensors, models
Gazebo Sensor, Yes Unlimited .
and plug-ins, and
Underwater . .
ROS integration
Illustration of
Wireless Sensor, security models
QualNet Yes <20,000 .
Underwater (eavesdropping,

DosS attack, etc.)

Wired/Limited
GloMoSim Wireless, Yes <10,000
Underwater

Offers standard
APIs

. Powerful and
Wireless sensor . .
TOSSIM . Yes <1000 lightweight

network emulation ; .
simulation

Huge capabilities

Wired/Wireless even in the
sensor networks, commercial
EVE-NG . Yes >1000 .
Software Defined version, but even
Network, Cloud more in paid
version

As presented in this review, security is linked to interoperability, and therefore we should be
able to simulate both types of issues in an underwater network. With the aim to propose a simulation
environment for interoperability issues and cyberattacks that compromise communication by
gaining control of data flow (packet sniffing), a related work presents the open-source PyPower tool
(https://github.com/rwl/PYPOWER/, accessed on 20 November 2022) [130]. PyPower is a project
developed in Python, providing a Power-Attack simulation engine which captures the behavior of
components in the protection layer. As mentioned in previous sections, another dangerous
cyberattack that can demolish a communication network is a DoS or DDoS attack. In related work
[131], a powerful networking tool is represented under the name Graphic Network Simulator 3
(GNS3), for modeling DDoS attacks; GNS3 is a well-known tool for the network engineering
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domain. It comes with a free and commercial license. The advantage of GNS3 is that virtual and
real devices are combined easily in order to simulate attacks, such as packet traffic in NS-2
simulator. Another effective framework for cyber-security tasks and dynamic scenario design is
Hacklt (https://github.com/marcan/hackit, accessed on 20 November 2022) This is an open-source
tool developed mainly in Python2 (https://www.python.org/download/releases/2.0/, accessed on 20
November 2022) and Flask (https://flask.palletsprojects.com/en/2.2.x/, accessed on 20 November
2022), with many essential features such as network nodes, strategies, and commands [132]. The
interesting part is that it is suitable to simulate deception scenarios such as honeypots, to lure cyber-
adversaries and investigate hackers’ decisions. More specifically, in related work [133], a real-world
scenario was simulated; the objective was to steal credit card information from a web server by
sniffing network’s traffic. To counter these assaults, they have inserted deceptive servers in the
architecture, acting as honeypots and involved human participants to exploit the network. Hacklt
facilitates the extraction of very useful information about this method of deception, supporting the
cybersecurity domain in a network environment with real human attackers. Another powerful
simulation tool is Foreseeti (https://foreseeti.com/, accessed on 20 November 2022). Its Al-based
predictive cyberattack simulation functionality supports users to automate threat mitigation and risk
assessment and identify fast and accurately incoming cyber threats. It provides cloud simulation
capability as well as custom scenario-based attack simulations. Moreover, its ability to recommend
the implementation of new security mechanisms to existing vulnerabilities, allows users to reduce
the attack surface. Infection Monkey (https://github.com/guardicore/monkey, accessed on 20
November 2022) is an agent-based attack simulation tool designed to test networks. The ease of
configuration and the broad pool of libraries for manual configuration allow analysts to decide on
new security implementations accurately and efficiently. Its main disadvantage is that the extracted
information is presented after the completion of the attack. A powerful simulation tool, developed
mainly for Active Directory (AD, https://en.wikipedia.org/wiki/Active_Directory, accessed on 20
November 2022) reconnaissance, IS BloodHound
(https://github.com/BloodHoundAD/BloodHound, accessed on 20 November 2022). It is a
JavaScript web application providing a built-in database, and users can utilize it to identify and
unveil attack paths in order to counter vulnerabilities. Moreover, the MITRE Attack Framework is
a globally accessible knowledge base for adversary strategies, used for the development of threat
models in numerous organizations and security community [134]. Several cyber security
frameworks are built on this, such as the CALDERA (https://github.com/mitre/caldera/, accessed
on 20 November 2022); an open-source active research project by MITRE. It provides a plethora of
separate repositories in order to extend its capabilities and utilize it in specific cases involving both
offensive (red) and defensive (blue) operations [135]. Finally, NeSSi2 (Network Security
Simulator, http://www.nessi2.de/index.html, accessed on 20 November 2022) is a network
simulation tool which was developed exclusively for security purposes. With a variety of features,
as well as detection algorithm plug-ins, it is used for security search and evaluation purposes [136],
offering distributed simulation to reduce time of process. Scalability, fidelity, and extensibility are
the main benefits of this framework, facilitating integration of applications, importation of a network
topology or its automatic creation and cooperation with third-party software such as the well-known
Wireshark (https://www.wireshark.org/docs/, accessed on 20 November 2022) [137]. Table
6 provides a brief comparison of experimented cybersecurity simulation tools.
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Table 6. Comparison of security simulation tools.

Tool Attack Variety Realism Advantages Disadvantages
Co-simulation
. . with NS-3, Designed mainl
GridAttack Sim . . . g y
[138] Medium Medium detailed report for surface smart
analysis, simple grid topologies
GUI
Powerful
visualization,
detailed analysis
report and Two licenses,
Foreseeti [139] High High probabilistic commercial one
g g feature which has limited
recommends features
implementation of
security
mechanisms
Design of complex
network
topologies, real- Two licenses,
time packet commercial one
GNS-3 [129] High High P o
capture, has limited
connection of the features
simulated world to
the real world
Variety of Only command-
Hacklt [132], . . Y . y
[133] High High protocols line feature (No
integration GUI)
Autonomous
adversary
emulation and Difficult
Caldera [140] High High . . .
incident response, configuration
choice of defender
or attacker
. Manual creation of
NeSSi2 [136], . . . .
[137] Medium Medium network with Antiquated
variety of devices
Visualization of
Infection Limited variety of
Medium High adverisary moves, y
Monkey [141] analysis from well- attacks
known databases
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(MITRE
ATT&CK, Zero
Trust, etc.)
Developed mainly
for Active
BloodHound ) i Integrated function )
High Medium i Directory (AD)
[142] for queries
and Azure
environment

During numerous trials with underwater environment simulation tools, we have discovered
another active stand-alone open-source tool, namely Gazebo (https://github.com/osrf/gazebo,
accessed on 20 November 2022) [125], [126]. In addition to its scalability, ease of installation and
handling, it is suitable for integration with ROS. This feature allows us to represent a swarm of
UUVs in a UWSN. Our plans include this extension, in order to be able to represent packet flows
during communications, as well as their protocols and the integration of the SLAM (simultaneous
localization and mapping) ontology [143].

In addition, a plethora of co-simulation tools exist across various domains. Open Simulation
Platform (OSP, https://opensimulationplatform.com/, accessed on 20 November 2022) is an open-
source initiative for co-simulation of the maritime industry. The motivation of this project is the
constant growth of complexity of systems and software of ships, and other maritime/offshore assets,
resulting in several difficulties in their designing. Another co-simulation method, which utilizes a
bunch of tools, is presented in related work of Le et al. [144]. By combining cyber-physical
components, as well as cybersecurity scenarios, it evaluates the impact of security threats of a
communication network. In this procedure, a combination of network and power system simulation
tools, is established. In another related work [138], a co-simulation framework, called
GridAttackSim is proposed, to simulate various cyber threats and their consequences in a smart grid
infrastructure. The simulation output can be visualized and compared to recognize malicious
behaviors and strategies of adversaries. The framework uses three different simulation tools.

Finally, the upcoming trend of our era cannot be omitted. Above 10T lies a new technology,
the digital twin [145], which emerged to replace most of the simulation tools that delimited solely
in the prediction functionality. New generation platforms can manage any type of virtual and
physical entities interoperating on the Internet of Everything (IoE), replicate any kind of processes,
predict how they will perform, and act based on these predictions towards optimizing performance
and available resources. This new kind of simulation platform (sense, analyze, act) is introduced in
the era of the digital twin.
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Open Issues and Challenges

Autonomous underwater vehicles have already attracted a lot of attention, especially due to their
capabilities to operate in a swarm, significantly minimizing the human factor; UUVs are making
civilian and military operations tremendously easier, mitigating any ethical doubts with cost-
effective vehicles. Nevertheless, the establishment of a robust and secure underwater network raises
several issues. Interoperability between underwater assets is a challenging goal, due to the variety
and veracity (quality of data) of data transmitted in the water. Lack of communication protocols’
standardization among research institutes and organizations generates even more obstacles, by
making difficult the cooperation between them and the establishment of common research
foundations. Moreover, a variety of security vulnerabilities arises especially due to the complexity
and uncertainty of the IoUT architecture, its vast number of assets and their heterogeneity, as well
as the non-formalized domains of 1oUT and cybersecurity.

Based on an extensive and systematic research of the loUT and cybersecurity domains, we
have identified and presented in this paper the need to further investigate the key issue of
interoperability and standardization of communication protocols. Due to the absence of a typical
communication channel and the existence of a common IoUT “language”, the challenges that are
emerging are numerous [108]. Critical capabilities of UUVs such as autonomous decision-making,
adaptive path-planning, self-management and self-diagnosis, cannot be easily achieved, mainly due
to the difficulty in information/data exchange. Furthermore, data related to a key factor of
underwater missions, i.e., weather conditions, are unable to be utilized and distributed, which
consequently causes the failure of an operation. A commonly agreed formal message encoding and
decoding schema can be a solution towards IloUT interoperability. Alternatively, or
complementarily, a tool-supported methodology for the automated alignment and translation of
exchanged data and messages encoded in different syntax and semantics [146] could be a more
realistic and efficient solution in the loUT domain, allowing different stakeholders (vendors,
organizations, research institutes) to keep their own data and semantic models local to their
solutions.

Furthermore, a consequence which is derived from big data is recurring data, especially in
dangerous military and SAR operations. During our research we distinguished the lack of a data
“sieving” process. During a large-scale operation, two or more UUVs may exchange the same
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information with the leader, affecting the feedback to the commander and causing networking chaos.
Validity of information facilitates communication in the underwater domain, allowing the
distribution of high-priority data by not utilizing extra bandwidth. A distinct sensor incorporating
machine learning methods, exclusively for the process of information discrimination would be very
useful in operations with swarms of UUVs.

Emerging from the above issue as a rational result, but also from the principles of military
operations, UUV's must act as a role-based asset. This means that every unit should be assigned its
own tasks, and its sensors are dedicated to these tasks according to their capabilities. This strategy
allows for the elimination of recurring information, but mainly supports the quality of information
which is transmitted by the leader of the swarm to the commander. Nevertheless, non-
standardization of communication protocols remains a critical obstacle, due to the heterogeneous
devices every role-based UUV would possess.

Sharing knowledge between UUVs in a common machine-understandable language can be
achieved through semantic knowledge presentation. Additionally, the impact of fast and trustworthy
decision-making in critical situations can be easily predicted and the exchange of important
information, as well as its representation, can be efficiently achieved. Nevertheless, apart from
semantic modelling and simulation of interoperability issues, trustworthiness of universal
interoperability which resides in cybersecurity domain, affects every interconnected device above
and below the surface.

UUVs and their applications result in many vulnerabilities. Collaborative tasks and
heterogeneous devices demand real-time information exchange, adding even more obstacles in
establishing a secure underwater network. Although traditional operating systems differ from those
in underwater communications, threats, and risks from the cybersecurity aspect, remain almost the
same, with the main challenge being the protection of the CIA triad. However, countermeasures for
regular WSNs are not directly applicable to UWSNSs. For example, nodes, a critical asset for a robust
underwater network, are the most vulnerable to cyber threats. Acting as transponders of information,
they may distribute data packets for the whole operation. The eavesdropping of such communication
or a DDoS attack are challenging threats that may be encountered. Moreover, as underwater assets
incorporate electro-acoustic transducers to receive and transmit sound signals [147], adversaries
exploit emerged vulnerabilities from a native characteristic of water, i.e., latency, which delays the
distribution of this huge volume of data (and generated alerts from cyber incidents) as well as their
inspection and analysis. Hence, the classification of attacks differs also. Security measures should
be implemented and must be a precondition for the start of a mission. Simulations act as catalytic
agents for the implementation of these measures, supporting even further the scientific community.
Simulation tools are a key factor for the successful evaluation of a task.

Based on our extensive research, the lack of specifically designed simulation tools for
underwater security communications with the utilization of semantic modelling, was identified.
Initially, the selection of a tool should be based on specific requirements, with the most important
being (a) capability of heterogeneous data integration using ontologies/semantic knowledge, (b)
support of multiple UUVs (swarms) simulation, (c) support of modeling and simulation of sensors
and network interfaces, and (d) support of visualization for realistic scenario representation.
Furthermore, in order to reuse an existed simulation tool or develop a new one, there is a high need

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag 45



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

for important extensions to be implemented in order to be compatible with the various emerging
technologies, and thus to be more efficient. As we have already proposed in our preliminary work
[148], introducing a high-level architecture model, these extensions include: (i) a compatible
framework for integration of semantic data in various formats, (ii) the ability to analyze and integrate
the huge amount of exchanged data to extract infer new knowledge, (iii) the enrichment of such
integrated knowledge with underwater protocols and libraries of cybersecurity frameworks.

The secure interconnection and interoperability between the devices and the vehicle or the
vehicle and a central platform are resolved by using a semantic approach/ontology, especially if
combined with a standardized middleware architecture to establish a common “language”,
regardless of the arrangement of heterogeneous components of 1oUT.

Concluding, what is needed today is an overall integrated approach for automated threat
modeling, semantic knowledge representation, and robust simulation of the cybersecurity and
interoperability challenges using an ontological model, to support the efficient prediction of the
impact of rapid decision-making in critical situations such as military and SAR ones.
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Proposed Approach: Requirements and Design

Threat modeling automation, distributed simulation, and integration of ontologies in various
domains, are necessary to approach the presented problem. The main reason is the heterogeneity
and complexity of the UWSN and loUT domains. So, blending various approaches, tools and
methods that originate from those domains is highly promising.

Several related ontologies have been developed or are under development by our team,
specifically in the related domains of loT/l0T-trust, drones’ semantic trajectories, Digital Twins,
and cybersecurity for communication/network assets. Our aim is to integrate them with existing
semantic approaches of cybersecurity and underwater domain ontologies (UCO, CVO and OWO)
and utilize them in selected simulation tools. Our previous working the representation of
heterogeneous trustworthy 10T entities to facilitate their semantic data integration in other domains
(smart cultural spaces) [149], will be also applied here.
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To support the process of simulation tool and its integration with semantic knowledge, in a
military or non-military theater of operations, we extracted the required components based on the
state-of-the-art of loUT and cybersecurity domains, and we designed their interconnection through
a workflow process (Figure 8) that implicates:
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Figure 8. Workflow of proposed framework.

a. Theaggregation of data from all sources (i.e., scenario assets, firewalls logs, network
devices, SIEM data, CVEs, etc.) to cloud and conversion of them in a form of .xml
or .json for implementation in simulation tool.

b. The ability of tool to convert them in .json format (data that are in .xml) and then to
.rdf.

c. Integration in the ontological model, which in our scenario (loUTsec ontology)
derived from UCO and onto4drone ontologies.
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d. Creation of classes and instances, according to the imported data, which include
information about the theater of operations, and map of the whole network (from
central platform to loUT architecture), by using the NetworkX and Matplotlib
libraries in Python.

e. Enrichment of process with SIEM platform data to identify the alerts and extract
conclusions if an ongoing attack exists

f. Initialization of the attack mitigation, which is comprised by implementation of
specific cybersecurity frameworks and policies based on the attack, integration of
specific communication protocol used by the underwater assets, scan for
vulnerabilities in both central platform and loUT architecture and mitigation of these
vulnerabilities

g. Then, if the attack didn’t mitigate, the above process (f) is executed again, with
incorporation of different frameworks and policies appropriate for countering and
represents the result to GUI. If attack mitigated, the simulation tool stops and
represents the extracted results in GUI.

h. All data are stored as RDF triples in Jena Fuseki server, in order to be able for
querying with SPARQL.

Visual representation
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Figure 9. Implementation details of proposed proof-of-concept toolset.
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Furthermore, as depicted in Figure 9, we incorporated various open-source tools and
methods to achieve the above workflow:

a.

Due to the lack of free datasets for loUT environments, we developed our lab with
specific virtual machines and configurations in Oracle VM VirtualBox, in order to
produce data appropriate for our scenario (i.e., alerts, log files, etc.).

To represent data from loT and loUT assets, we manually created proper classes,
properties, instances and their relationships, in Protégé 5.5.0 as provided in below
section 7.2.

Receive of data from 10T and IoUT assets should be achieved with cloud services,
for example AWS 10T Core, in order to be send to a database in real-time, due to the
fact that 10T devices communicate through HTTP or MQTT protocol and the amount
and consistency of information. This process can be achieved efficiently through an
automated Python script (Appendix I). For this script we used a Python package
named Boto, which provides interfaces to Amazon Web Services.

For storage and access of data, we propose MySQL Server, due to the speed of its
processing function and we provide a Python script for converting them in rdf format
for integration in an ontological model (Appendix 11). MySQL connector library in
Python, allowed us to access MySQL database, by using an API.

The language used for semantics is OWL and merged ontologies were Onto4drone
and UCO.

For SPARQL queries, we propose Jena Fuseki Server, which accepts data in RDF
and Turtle format, appropriate for our purpose. Moreover, Jena is able to export in
various formats the desired data, which can then be edited and accessed for a
simulation tool.

SIEM platform is mandatory in security operations, to aggregate, normalize and
investigate through huge amount of data. We propose Splunk, as it has a free license
and numerous capabilities, such as an API to integrate it through a web interface.
The most suitable simulation tool for visualization of IoUT concepts is Gazebo.
However, to simulate efficiently attack methodologies and cybersecurity frameworks
with semantic knowledge, we propose MITRE Caldera as the most appropriate tool.

Based on further manual and automated experimentation and on challenges/issues related to
the UWSN and 1oUT domains presented in previous sections, we have concluded that it is indeed
possible to extend current functionality of existing simulation tools towards supporting the
requirements specified in our preliminary work and the workflow introduced in Figure 8. The high-
level architectural design of such an extension is briefly described below (and depicted in Figure

10):
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Initially, a primary configuration of data found in the internal database of the simulation tool
(e.g., plug-ins, user environment, shape files, etc.) is taking place and representation of the
initial graphical user interface is displayed. Then, numerous options of the tool can be
configured (import templates, network creation, agent configuration, asset creation, etc.),
depending on the scenario at hand.

Thereafter, the Backend Analysis and Network configuration may start, continuously
sharing data with the process of Backend Simulation, but also to Reporting.

When Backend Simulation is prepared, elements from user configuration (back-ground
images, etc.) may be also imported.

Then, a Visualization process may start, exporting the graphical content to the user,
combined with reporting information (network vulnerabilities, elements of time, statistics,
etc.).

Finally, the whole process can be restarted, either with the same configuration or with a new
one.

Shape files (e.g
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| User options
| Extension
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Figure 10. General high-level architectural design of the proposed cybersecurity simulation tool.

In order to achieve a robust simulation using an ontological model, capable of a) translating semantic
knowledge, b) analyzing huge volumes of heterogeneous data, and c) simulating specific underwater
cyber-attacks, we propose the following extensions:

A semantic data integration framework, providing the ability to integrate heterogeneous data
in various formats,

A data translator framework, which will convert semantic data in a language understandable
by the simulation tool,

A Big Data analysis framework, to analyze input data, and extract knowledge and
conclusions from them, utilizing the huge amount of data in UWSNSs,
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« An underwater cyberthreats framework, which will comprise libraries (tactics, strategies,
threats, attacks, etc.) specifically about Internet of Underwater Things, as well as tools to
simulate such attacks.
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Results

7.1 Proof-of-concept implementation

In this section, we present the proof-of-concept implementation of the proposed semantic modeling
and simulation approach for cybersecurity and interoperability on the Internet of Underwater Things
(IoUT). The purpose of this implementation is to demonstrate the practical feasibility of the
proposed approach in addressing the challenges faced by the 1oUT in securing the IoUT architecture
and integrating underwater devices.

7.1.1 Machines and specifications

In order to implement such a realistic scenario, as the one described in the Introduction section, we
utilized several tools, each dedicated to the action of every step of the attack. First of all, we created
a lab utilizing the hosts described in Table 7:

Table 7. Host specifications.

Host Virtual I\\/I/;::trlljiile Virtual Virtual
Machine Machine (Windows Machine Machine
(HP Laptop) | (Kali Linux) Server 2012) (Windows 10) (Ubuntu)
. . . Linux Ubuntu
Archlte(_:ture Intel(R) Core Linux kali R2 Standard ) 92 04.1 x86-
/ Version (TM) 6.0.0 x86-64 64
Core i7-9750H - - - -
NVIDIA
GPU GeForce Integrated — Integrated — Integrated — Integrated —
GTX 1660 Ti 128 MB 128 MB 128 MB 128 MB
Memory 32GB 4 GB 2GB 2GB 4 GB
CPU 2.60GHz 4 CPUs 2 CPUs 2 CPUs 2 CPUs
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Network Bridged Internal Internal Internal
Interface Adapter Network Network Network
IP 192.168.1.169 | 192.168.1.2 192.168.1.10 | 192.168.1.11

A brief description of each virtual machine is presented below:

Kali Linux: This open-source, Debian-based Linux distribution is well-known for its
penetration testing capabilities, by providing advanced tools and automations [150].
Simulates the attacker machine (e.g., enemy UUV), from which we will launch our
reconnaissance and attacks (Remote Code Execution, DoS attack).

Windows Server 2012: The main server of internal network of the central platform,
providing connection between endpoints and services, acting as database server and
printing services.

Windows 10: The target machine. In our scenario will be acting both as a standard
Windows 10 PC and as a friendly UUV.

Ubuntu: The endpoint in our network acting as a syslog server with Splunk and
management endpoint for pfSense firewall.

Moreover, pfSense firewall and Splunk SIEM are presented below:

pfSense (version 2.6.0) is one of the most trusted open-source network security solutions,
acting as firewall. Its position is usually between the internet and our network. Its features
are numerous, but we will take advantage of mostly its capability to send log files to
Splunk. In our scenario it is a separate virtual machine, which acts as a DHCP and DNS
server simultaneously and is managed by Ubuntu endpoint. It includes two network
interface cards, one for internal LAN network and one for communicating with Router and
internet.

Splunk (version 9.0.3) counters the principal issue when employing various security
mechanisms in a network, i.e., data visibility and observability, as mentioned in above
sections. It is a SIEM, supporting monitoring and searching through Big Data.
Furthermore, users can export results in a variety of formats, such as .csv, .json, and .xml.
Splunk server is hosted in our scenario in the Ubuntu machine.

Lexmark M1242 was created virtually to be simulated in our lab.
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The network diagrams in Central Platform and on military theater (IoUT network), are depicted in
Figures 11 and 12, below:
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Figure 11. Central Platform after attack.
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Figure 12. IoUT network after attack.

JTaupog 2taupvog, Mavemiotiuto Awyaiou, TU. MoAttioptkn Texvoloyiag kat Emkowwviag

55



AumAwpatikn epyacia: Semantic Modeling and Simulation of Cybersecurity and Interoperability on the Internet of
Underwater Things

As depicted in Figure 13, subsection 7.1.2 provide the general methodology of the conducted
cyber-attack, subsections 7.1.3 through 7.1.5 describe attack vectors and methods utilized by the
attacker and 7.1.6 through 7.1.8 present the process from the discovery of the attack, from alert
evaluation, until its mitigation. It should be noted that methodology used by adversary will be
described briefly and not every step from the Cyber-Kill Chain framework, which explains how
attackers move through networks to exploit them, as mentioned above already.

Detailed approach

Utilization of appropriate tools
to discover vulnerabilities, open poris, etc., (e.g.. nmap)

Aggregation of any kind of loT devices for exploitation Attack
(by taking advantage of the services they utilize, e.g., web e
applications) Methodology

Creation of the attack payloads and scripts and preparation for its
delivery

. Convertion of data from various sources such us firewalls, UUWVs, |
UAVs, etc., in json and then to _rdf, sending to ontological model
and upload to Jena Fuseki Server

Cluery to Jena Fuseki Server and alets evaluation from Splunk
SIEM platform

Steps of NIST framework

Figure 13. Implementation steps.

7.1.2 Detailed approach to the scenario

As we described already, the result of the attack was a DDoS attack. Thus, the attacker probably
found a vulnerability to exploit in our network and compromise our architecture, infecting friendly
nodes and converting them into malicious nodes/botnets. After the implementation of NIST
framework, an automated process initiated, demonstrating that a Lexmark Printer, which had not
updated to the latest firmware, was attacked by the adversary, in our Central Platform. Semantic
modeling and reasoning allowed user to infer exact information about the vulnerabilities, which
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had been added to Mitre CVE database as CVE-2023-22960 (https://cve.mitre.org/cgi-
bin/cvename.cgi?name=CVE-2023-22960, accessed on 27 January 2023) and CVE-2023-23560
(https://cve.mitre.org/cgi-bin/cvename.cgi?name=CVE-2023-23560, accessed on 27 January
2023), with CVSSv3 Score 5.3 and 9.0 respectively. The first vulnerability allows for Brute Force
http(s) logins with Python script, which can lead to the compromise of the credentials of a local
account and the second one permits Remote Code Execution (RCE) to numerous Lexmark devices
[151]. After privilege escalation, adversary gained appropriate privileges, which allowed to infect
friendly nodes and use them as botnet to a DDoS attack to UUVs communications.

Start of Cyber-Kill Chain Vulnerability (CVE-2023-
) MIST framework 23560) detected with
Sl lmariis implementation semantics and alerted

Adversary sniffed our security analysts.

network and found the
Lexmark Vulnerability

!

End of Cyber-kill Chain

Weaponization Action on objectives
Then, forged an exploit for R T Lexmark Printer patched
this particular vulnerability through botnets. with the latest firmware.

using Metasploit

1 T

Command & Control
Delivery
Adversary move laterally to Modes become friendly

Inserted the exploit to the gain as many privileges he again and attacker is

device can and infects frendly mitigated.

nodes.
Exploitation D
—®
. . Adversary now has control .

Adversary exploited printer to the network. Metwork is back to normal

Figure 14. Cyber-kill chain with security framework implementation.
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7.1.3 Information Gathering, Scanning and Discovery

The initial step of an attack is gathering useful information about the target’s network through
investigation with various methods. Nmap (Network Mapper) in the most used tool about this
process and it is used as depicted in Figures 15 and 16:

~fDesktop/printer/PRET

e VirtualBox wirtual NIC)

Figure 15. Initial nmap scan.

)-[~/Desktop/printer/PRET]
% sudo nmap 631 192.168.1.10
Starting Nmap 7.93 ( https://nmap.org ) at 2 01-30 ©5:36 EST
Nmap scaopen for 192.1 1.1e

Host is up (0.00041s latency).

PORT STATE SERVICE VERSION

5 tcp filtered ipp

MAC Addres 08:00:27:E0:44:26 (Oracle VirtualBox wvirtual NIC)
Too many fingerprints match this host to give specific 0S details
Network Distance: 1 hop

TRACEROUTE
HOP RTT ADDRESS
1 @.41 ms 2.168.1.18@

05 and Service detection performed. Please report any incorrect results at https://nmap.org/s
Nmap done: 1 IP address (1 host up) scanned in 14.46 seconds

Figure 16. Second nmap scan for IPP port open.
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From the output of these commands, attacker extract useful information and can explore further
many of these protocols, but in our scenario, we will focus on IPP. With further investigation, we
can discover the local printer of this network as depicted in Figure 17:

fpret.py
Mo target given, discovering lecal printers

address device uptime status

192.168.1.5 Lexmark M1242 Universal 18:21:49  Ready
Figure 17. Printer discovery on local network.

71.1.4 Threat Assessment

Threat assessment is a very important step for successful results of the attack and will take place
right after information gathering. This process will provide clear picture about 0T devices
connected to network (e.g., cameras, air-conditions, refrigerators, etc.) and adversary will identify
further vulnerabilities. For example, a refrigerator may use a web browser to connect from a
smartphone for configuration. Furthermore, decomposing the system offers sensitive information
about the data flow and detailed mapping of the network [152]. Also, scoring measures will be
identified, supporting the objective of the attacker, by determining the complexity and impact of the
attack, or the efficiency of leaving a back-door. In our occasion, this specific Lexmark printer
model has a web application for logging in, as depicted in Figure 18 below:

B" Lexmark Print Monagement Q Eenglish -

Usernome

X

Possword

Figure 18. Lexmark printer login page
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7.1.5 Script, Payload and Attack Launch

As referred to Cyber Kill Chain framework, during weaponization stage, adversary creates the
malware which will be used against target. This could be the development of a whole new program,
usually from advanced hackers, or a minor modification to an existing script
(https://eccouncil.org/cybersecurity-exchange/threat-intelligence/cyber-Kkill-chain-seven-steps-
cyberattack/, accessed on 03 February 2023). In our scenario, to demonstrate the ease of exploiting
an unpatched vulnerability, we will simulate a script-kiddie, namely an amateur adversary.

With a simple search in a search engine, such as google, with the phrase “how to exploit
lexmark printer github”, we will discover numerous ready-to-use scripts. One of these is about
CVE-2023-22960 vulnerability from a Greek Penetration Tester (https://github.com/t3I3machus,
accessed on 03 February 2023) and it is used as depicted in Figure 19:

-p passwords.txt

fcreate

gin T
"Login Taile

Figure 19. Script for brute-force to web application used by Lexmark.

Essentially, this piece of code access through two files, one with stored usernames and one with
passwords, and tries to find the right combination to login to the application. Now, attacker can
“move laterally” and try to escalate to administrator privileges.

Print Spooler is a software built into Windows Operating System, which provides to multiple
users the ability to assign a job to printer and stores temporarily these jobs to computer’s memory.
It is composed by two processes, winspool.drv (client’s interface to Spooler) and spoolsv.exe (API
server) This service is vulnerable to various attacks, mostly due to its function to create keys in
registry under predefined locations (HKLM\SOFTWARE\Microsoft\Windows
NT\CurrentVersion\Print\Printers\<printer>), which are used for managing configuration data by
APIs. Essentially, through these keys, attacker can create a new local printer and inherit security
properties from a shared printer, which reside to our Windows Server. The result will be the creation
of a new local administrator named “admin” with administrator privileges, as depicted in Figure
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20 (https://github.com/ly4k/SpoolFool, accessed on 03 February 2023). In this stage, adversary can
manage nodes of the remote IoUT network.

The last phase of the attack is the DoS attack. There are literally dozens of ways and tools to launch

Figure 20. SpoolFool script (CVE-2022-22718).

a denial-of-service attack, but we will represent it from command line. The command is simple, and
it is depicted in Figure 21, in which adversary was able to send, over 3.5 million packets in just a
few seconds.

= mRPeENC B

File Actions Edit View Help

Figure 21. DoS attack through command line.
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7.1.6 Collection of Data from IoT and IoUT assets and other Sources

As depicted in Figure 15, a MySQL server exists on the network where data from various sources
are stored. 10T devices, usually send data through HTTP, however this isn’t possible in a IoUT
network. Thus, data should be first uploaded to cloud and then to be requested by the user. These
data should have an explicit form and consist of a timestamp and a value. A simple python script
for this purpose is this presented in Appendix I. Then, we must convert these data in .json, for ease
of management, and the to .rdf (Appendix I1)

PfSense firewall, is configured to send logs to Splunk for further investigation as depicted
in Figures 22 and 23:

(3 ]

Log Retstion Count

N N X NON WS

Figure 22. Configuration of pfSense to send logs to Splunk.
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Figure 23. Storage of pfSense logs to Splunk.

To receive data from Splunk and convert them in .rdf will be accomplished through a python script
which is presented in Appendix I11.

1.1.7 Alert Evaluation

At this point, we should be able to search through each alert in the SIEM platform and extract
conclusions about them. In our scenario, we have configured Splunk to trigger an alert when specific
conditions are met. The time we launch a DoS attack from our Kali Linux machine (Figure 21), this
alert is popped up as a message to Splunk as depicted in Figure 24, from which we can extract the
attacker’s IP:

Figure 24. Triggered alert in Splunk.
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7.1.8 Implementation of NIST framework

As SIEM platform alerted analysts that an attack is in progress, they should follow specific steps to
mitigate the attacker. The initial step of NIST framework implementation is detection as mentioned
in above sections. Splunk’s triggered alert provide us the malicious IP, allowing analysts to create
new rules in firewall and edge router and deny it, as depicted in Figure 25.

o |

4
-

" OPPOESM

Figure 25. Rule creation for denying an IP in pfSense.

Then, a vulnerability scan should be launched, to allow us to extract what caused the achieved attack.
For wvulnerability assessment we will use a well-known tool named Nessus
(https://www.tenable.com/, accessed on 05 February 2023), as depicted in Figure 26:
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Figure 26. Scan with Nessus platform.
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Finally, as presented in Figure 27, Lexmark’s vulnerability triggered in Nessus.

Figure 27. Triggered Lexmark's CVE.

After the firmware is patched and updated, the attack and threat have miticated completely.

In conclusion, the proof-of-concept implementation demonstrated the practical feasibility of
the proposed semantic modeling and simulation approach for addressing the challenges faced by the
incorporation of domains of semantics, cybersecurity and loUT. The proposed approach provide a
level of security, interoperability, and performance, making it a suitable solution for the
implementation of a secure and interoperable 1oUT architecture.

(.2 Experiments

Inspired from the necessity of interconnection in a very complex architecture, such as loUT,
we have achieved the initial development of semantics in respect to necessary entities and relations
between them as depicted in Figures 28 - 32, such as attack-type, event-type, etc., as well as weather
conditions at  specific locations, and it IS accessible online  from
https://github.com/StavrosCaptain/loUTSec. Also, we have managed to represent an initial logical
topology of the experimental scenario as depicted in Figure 33. The ontological model was enriched
with UCO and onto4drone ontologies, following IoT concepts and developed with Protégé 5.5.0.

Show: '+ this v disjoints v named sub/superclasses

Found 12 uses of SIEM
W isHostedOn
EsHostedOn Domain SIEM

@ SIEM
: B SIEM rdfs:isDefinedBy "hitps:fwww varonis.comiblogiwhat-is-siem”
B 5IEM rdfs:comment "Aggregate data from multiple systems and analyze that data to catch abnormal behavior or potential cyberattacks ®
SIEM
BN SIEM dcidate "2023-02-06T10:42:57 2 "ys d:dateTime
SIEM SubClassOf Software
B S|EM dccreator "stavrxsd:string

V-4 Splunk
; & Splunk Type SIEM

Figure 28. The object properties, individuals, restrictions, and annotations of the class SIEM of the loUT
ontology (version 1.0.0)
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Usage: Sail ajn=in
Show: |v this'v disjoints'v named sub/superclasses

Found 26 uses of Sail
Vs forms trajectory
: W forms trajectory’ Domain Sail

has_sail
M has_sail Range Sail

¥-mmincludes_sail
i M includes_sail Range Sail

v . Sail

B Sail do:date "2023-02-06T17:02:172" x5 d.dateTime
B Sail do:creator "stavrxsd:string

@ 3ail SubClassOf Action

® Sail

V-4 sail_GR_001
-1 4sail_GR_001 Type Sail

v @ sail_GR_002
| @Sail_GR_002Type Sail

Sail_GR_003
4 Sail_GR_003 Type Sail

Figure 29. The object properties, individuals, restrictions, and annotations of the class Sail of the loUT
ontology (version 1.0.0)

Usage: UMV drone @S]0

Show: ¥ this + disjoints'v named sub/superclasses
Found 30 uses of UMV drone'
V- m has_sail

: = has_sail Domain UMV drone’

V--mmisUnderAttackfrom
M isUnderAttackfrom Domain ‘UMY drone’

¥ @0 UMY drone

@ UMV drone’ SubClassOf Drone

@ 'UMV drone’ SubClassOf MarineObject
® UMV drone’

EEUMY drong’ rdfs:label "UMY drone”@en

EE°UMY drone’ rdfs:comment "A marine vehicle without any human pilot, crew or passengers on board. The trip of the drone can be operated either remotely by a human or by a software.”
UMV drone’ rdfs:label "UUV drone”

V- 4p UUV_GR_001
H & UUV_GR_001 Type UMV drone’

v-- @ UUV_GR_002
: & UUV_GR_002 Type UMV drone’

UUV_GR_003
& UUY_GR_003 Type UMV drong’

Figure 30. The object properties, individuals, restrictions, and annotations of the class UMV drone of the
loUT ontology (version 1.0.0)
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Usage: Vulnerability NS EX

Show: v this + disjoints v named sub/superclasses

F_ound 58 uses of Vulnerability
YW affectsProduct
. sffectsProduct Domain Vulnerability

V- 4p CVE-2022-227T18
i & CVE-2022-22718 Type Vulnerability

v 4 CVE-2023-23560
H & CVE-2023-23560 Type Vulnerability

discoveryTime
. discoveryTime Domain Vulnerability

= cxploitsVulnerability
B cxploitsVulnerability Range Vulnerability

Y W generated-on-datetime
[ B generated-on-datetime Domain Vulnerability

hasAccessComplexity
W hasAccessComplexity Domain Vulnerability

VB hasAccessVector
M hasAccessVector Domain Vulnerability

Figure 31. The object properties, individuals, restrictions, and annotations of the class Vulnerability of the
IoUT ontology (version 1.0.0) (a)

Usage: Vulnerability 10 ] ]

Show: v this'v disjoints'v named sub/superclasses

¥ mlhasTitle
m hasTitle Domain Vulnerability

V--mm hasVulnerability
B hasVulnerability Range Vulnerability

lastModifiedDateTime
B |astModifiedDateTime Domain Vulnerability

Y @ Lexmark_Brute_Force_Login
P & Lexmark_Brute_Force_Login Type Vulnerability

V= publishedDateTime
mm publishedDateTime Domain Vulnerability

V- s core
B s core Domain Vulnerability

? B summary
: B summary Domain Vulnerability

v 0 Vulnerability
#- mE\ulnerability rdfs:seeAlso “hitp:/idbpedia.orgires ourceNulnerability_{computing)™*xsd:anyURI
[ Vulnerability

Figure 32. The object properties, individuals, restrictions, and annotations of the class Vulnerability of the
IoUT ontology (version 1.0.0) (b)
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Figure 33. Logical topology of the experimental scenario.
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Conclusion

Although UUVs and their applications are popular in civil and military operations, the establishment
of interoperability across various platforms, and the establishment of robust underwater network
architectures in lIoUT from a cybersecurity perspective, are key challenges. In this paper, we have
presented a systematic review of methods and tools of semantic modeling and simulation for
cybersecurity and interoperability on the 1oUT. Several open issues and challenges have been
identified, proposing how to overcome and meet them, respectively. In general, the domain of loUT
is open for research, especially for topics related to interoperability and security.

The findings of this research show that semantic modeling and simulation can help identify
potential security risks, optimize communication protocols, and improve the overall performance of
the IoUT architecture. The results also indicate that semantic modeling and simulation can be used
to support the development of standardization and interoperability in this domain, allowing for the
integration of different communication systems and the creation of a secure and interoperable
communication environment. Moreover, experimentation, demonstrate the potential for semantic
modeling and simulation to support the development of robust and secure communication systems
that can adapt to changing environmental conditions and to the evolving needs of the IoUT.

In this line of research, we have worked on interoperability and cybersecurity issues in
swarms of trustworthy UUVs in a military/search-and-rescue (SAR) setting. We have researched
semantic modeling and simulation approaches that aim to facilitate commanders of military/search-
and-rescue operations to effectively support critical and life-saving decision-making, while handling
interoperability and cybersecurity issues on the 1oUT. A high-level architectural design of a
proposed cybersecurity simulation tool has been presented [153].

Furthermore, we presented a standard framework and its workflow, as well as the
implementation of a proof-of-concept toolset. Also, as our aim was to merge ontologies from these
domains and create a new one. Thus, as several related ontologies have been developed or are under
development Dby our research lab, specifically in the domains of IloT/loT-trust
(https://github.com/KotisK/loTontos, accessed on 20 November 2022), cybersecurity for
communication/network assets, drones semantic trajectories
(https://github.com/KotisK/onto4drone, accessed on 20 November 2022), and digital twins
(https://github.com/KotisK/SEC4DIiqiT, accessed on 20 November 2022), we combined onto4drone
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with Unified Cybersecurity Ontology, to compose a new ontological model regarding both domains
of unmanned vehicles and cybersecurity, named loUT Sec.
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Appendix I [Script to receive data from an loT device

through cloud services and store it in a MySQL database]

import boto3
import mysqgl.connector

# Connect to AWS loT Core
iot = boto3.client("iot")

#Get the latest message from the 10T device
response = iot.get_thing_shadow(thingName="UAV_GR_001")
payload = response["UAV_GR_001.csv"]

# Decode the JSON message
data = json.loads(payload.read().decode("utf-8"))

# Connect to the MySQL database

conn = mysgl.connector.connect(
host="rds-instance.amazonaws.com",
user="kali",
password="kali",
database="iout_db")

# Create a cursor to execute SQL commands
cursor = conn.cursor()

# Create the table to store the data
cursor.execute("CREATE TABLE IF NOT EXISTS iout_db (timestamp TEXT, value REAL)")

# Insert the data into the table
for item in data:

timestamp = item["timestamp"]

value = item["value"]

cursor.execute("INSERT INTO iot _data (timestamp, value) VALUES (%s, %s)",
(timestamp, value))

# Commit the changes to the database
conn.commit()
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# Close the connection to the database
conn.close()
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Appendix II [Script to convert data from SQL database in

.json and then into RDF]

import sglite3
import json
import rdflib

# Connect to database
conn = sqlite3.connect("iout.db™)
cursor = conn.cursor()

# Execute a SELECT statement
cursor.execute("SELECT * FROM table™)

# Fetch all rows of the result
rows = cursor.fetchall()

# Convert the rows to a list of dictionaries, where each dictionary represents a row
data = [dict(zip([key[0] for key in cursor.description], row)) for row in rows]

# Convert the data to JSON format
json_data = json.dumps(data, indent=4)

# Write the JSON data to a file

with open("data.json"”, "w") as f:
f.write(json_data)

# Close the database connection
conn.close()

# Load JSON data
data = json.loads(‘{"device": "UAV_GR_001", "targets": "6", "windspeed": "24" }")

# Create an RDF graph
g = rdflib.Graph()

# Define namespaces
ns={
"jout": rdflib.Namespace("http://i-lab.aegean.gr/kotis/ontologies/loUTsec/")
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# Add triples to the graph
for key, value in data.items():
g.add((rdflib.URIRef("""), ns["iout"][key], rdflib.Literal(value)))

# Serialize the graph to RDF/XML format
rdf_xml = g.serialize(format="xml’)

print(rdf_xml.decode())
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Appendix III [Script to receive data from Splunk SIEM

platform and convert them into RDF]

import requests
import rdflib

# Define the Splunk query
query = "host="192.168.1.1"

# Execute the Splunk query
response = requests.get(
"https://localhost:8080/en-US/app/search/search”,
auth=("root", "root"),
params={
"output_mode™": "json",
"search™: query
}
)

# Get the results of the query
results = response.json()["'results"]

# Create an RDF graph
g = rdflib.Graph()

# Convert the results into RDF triples

for result in results:
subject = rdflib. URIRef(*<subject_uri>")
predicate = rdflib.URIRef("<predicate_uri>")
object = rdflib.Literal(result["field_value"])
g.add((subject, predicate, object))

# Serialize the RDF graph
rdf = g.serialize(format="nt").decode("utf-8")

# Save the RDF data to a file
with open("output.nt”, "w") as f:
f.write(rdf)
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